
Form3160-3 - SUBMITIN TRIPLICATE*. Formapproved.
(Det amber, 1990) (Other instructions on Budget Bureau No. 1004-0136

UNITED STATES
reverse side) Expires December 31, 1991

DEPARTMENT OF THE INTERIOR 5. LEASE DESIGNATION AND SERIAL NO.

BUREAU OF LAND MANAGEMENT U-4482
6 IF INDIAN,ALLOTTEE OR TRIBE NAME

APPLICATION FOR PERMIT TO DRILL OR DEEPEN NA
is. TYPE OF WORK T UNIT AGREEMENT NAME

b. TYPE OF WELL
DRILL DEEPEN ISLAND

OIL GAS SINGLE MULTIPLE 6. FARM OR LEASE NAME, WELL NO.
WELL WELL OTHER ZONE ZONE

2. NAME OF OPERATOR ISLAND UNIT NO. 59
9. API WELL NO.

WEXPRO COMPANY
3. ADDRESS AND TELEPHONE NO. PENDING

10. FIELD AND POOL, OR WILDCAT

P. O. BOX 458, ROCK SPRINGS, WY 82902 (307) 382-9791
4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.*) ISLAND UNIT

At surface 1003· FEL, 2329' FSL, NE SE 7-108-20E 11. SEC., T., R., M., OR BLK.

/ e ANDSURVEYORAREA
Atproposedprod.zone 2200' FEL, 1900• FNL, SW NE 7-108-20E

7-10S-20E
14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12 COUNTY OR PARISH 13. STATE

Approximately 20 miles southwest of Ouray, Utah UINTAH | UTAH
15. DISTANCE FROM PROPOSED* 16. NO. OF ACRES IN LEASE 17 NO OF ACRES ASSit -NED

LOCATION TO NEAREST TO THIS WELL
PROPERTY OR LEASE LINE, FT. 5434' 1970.2
(Also to nearest drig. unit line, if any) NA

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSEDDEPTH 20 ROTARY OR CABLE TOOLS
TO NEAREST WELL, DRILLING,COMPLETED
OR APPLIED FOR, ONTHIS LEASE, FT. 1630' 7790' TVD Rotary

21. ELEVATIONS (Show whether DF, RT, GR. etc.) 22. APPROX. DATE WORK WILL START*

5087' Upon approval
23. PROPOSED CASING AND CEMENTINGPROGRAM

SIZEOF HOLE GRADE,SIZEOF CASING WEIGHT PER FOOT SETTINGDEPTH QUANTITYOF CEMENT
12-1/4" 9-5/8", K-55 36# 300' Please refer to drilling plan
7-7/8" 4-1/2", N-80 11.6# 8290' Please refer to drilling plan

Please refer to attached Drilling Plan for details.

Please be advised that Wexpro Company is considered to be the operator of the above well and is responsible
under the terms and conditions of the lease for the operations conducted upon the leased lands. Bond coverage
is provided by Nationwide Bond No. SL67308873, BLM Bond No. ESOOl9.

þsa...!u RECElVED
FEB14 2000
DIVISION OF

OIL, GAS AND MINING
IN ABOVE SPACE DESCRIB ROPOSED PROGRAM: If proposal is to deepen, give data on present productive zone and proposed new productive zone. If proposal
is to drill or deepen directionally, nent data on subsurface locations and measured and true vertical depths. Give blowout preventer prograrn, if any.

24.
G. T. Nimmo, Operations Manager

SIGNED TITLE DATE

(This space for Federal a )
APPROVAI DATF

Application approval does not warrant or cetify that th pp licant olds legal or equitable titleto those rights in the subject lease which would entitle the applicant to conduct operations thereon.
PPNR DMBY

TITLE BRADLEYG. HILL DATE

* See Instruc

Title 18 U.S.C. Section 1001, makes it a crime any person knowingly and willfully to maketo any department or agency of the
United States any false, fictitious or fraudulent statements or representations as to any matter within its urisdiction.

FederalApprovalofthis
Actionla



WEXPRO COMPANYT10S, R20E, S.L.B.&M.
Well locotion, ISLAND UNIT #59, located

588 51°E
- 96.86 (G.L.O.) as shown in the NE 1/4 SE 1/4 of Section

7, T10S, R20E, S.L.B.&M. Uintah County,
I Utah.

BASIS OF ELEVATION

SPOT ELEVATION IN THE NE 1/4 SW 1/4 OF SECTIONLot 1 9 12. T10s, R19E, S.L.B.&M. TAKEN FROM THE BIG
PACK MTN. NW, QUADRANGLE,UTAH, UINTAH COUNTY,
7.5 MINUTEQUAD. (TOPOGRAPHIC MAP) PUBLISHED
BY THE UNITEDSTATES DEPARTMENTOF THE INTERIOR,

----- o GEOLOGICALSURVEY. SAID ELEVATION IS MARKEDAS
BEING 5125 FEET.

Lot 2 Bottom Hole Q 2200

1928 Brass Cap Brass Cap12°
High, PRe

,, st"'
/SLAND UN/T /59

Lot J Elev Ungraded Ground = 5087

SCALE
i

CERTIFICATE
THIS IS TO CERTIFY THAT THE ABOVE PL ÁS PREPAREti§BOM
FIELD NOTES OF ACTUAL SURVEYSMAGE BY ME dfüNDER,9
SUPERVISION AND THAT THE SAME ARÈTRUE AND CORRECYSO ELot 4 SEST OF MY KNOWLEDGEAND BELIE

Brass Cap REGISTEREDLAND 348VE
Co REGISTRATIONNO. 161319

N88°4437"W
J801.4J' (Meas.) NB85835"W 2635.18' (Meas.)

STATE OF 19 H

UINTAH ENGINEERING & IAN NG
85 SQUTH 200 EAST - VERNAL, UTAH 84078

LEGEND: (435) 789-1017

SCALE DATE SURVEYED: DATE DRAWN:
=

90° SYMBOL
,, 1" = 1000' 12-13-99 12-29-99LATITUDE=

39°5739
= PROPOSED WELLHEAD.

LONGITUDE =
109°42'06" O.A. T.A. C.B.T.

REFERENCLEO.
PLATA = SECTION CORNERS LOCATED. WEATHER FitE

COOL WEXPRO
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Drilling Plan

Wexpro Company
Island Unit Well No. 59

Uintah County, Utah

1. SURFACE FORMATION, ESTIMATED TOPS AND WATER, OIL, GAS OR
MINERAL BEARING FORMATIONS:

Formation TVD Remarks
Depth

Uintah Surface

Green River 1,420' Gas, Secondary Objective

Kick Off Point 1,800'

Birds Nest Aquifer 2,385'

Wasatch Tongue 4,405'

Green River Tongue 4,755' Gas, Secondary Objective

Wasatch 4,905' Gas, Secondary Objective

Lower Wasatch Marker 6,985' Gas, Primary Objective

Total Depth 7,790'

All fresh water and prospectively valuable minerals encountered during drilling, will be
recorded by depth and adequately protected.

2. PRESSURE CONTROL EQUIPMENT: (See attached diagram) Operator's minimum
specifications for pressure control equipment require an 11-inch 3000 psi double gate
hydraulically operated blowout preventer and an 11-inch 3000 psi annular preventer.
BOP equipment will be tested to its rated working pressure or 70-percent of the internal
yield of the surface casing. The annular preventer will be tested at 50-percent of its rated
working pressure. NOTE: The surface casing will be pressure tested to a minimum of
1500 psi. BOP's will be checked daily as to mechanical operating condition and will be
tested by rig equipment after each string of casing is run. All ram type preventers will
have hand wheels which will be operative and accessible at the time the preventers are
installed.

AUXILIARY EQUIPMENT:

a. Manually operated kelly cock
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b. No floats at bit
c. Monitoring of mud system will be visual
d. Full opening floor valves in the full open position, capable of fitting all drill stem

connections manually operated

3. CASING PROGRAM:

Size Top Bottom Weight Grade Thread Condition

9-5/8" sfc 300' 36 K55 STC New

4-1/2" sfc 8,290' MD 11.6 N80 LTC New

Casing Strengths: Collapse Burst Tensile
(minimum)

9-5/8" 36 lb. K55 STC 2,020 psi 3,520 psi 423,000 lb.

4-1/2" 11.6 lb. N80 LTC 6,350 psi 7,780 psi 223,000 lb

CEMENTING PROGRAMS:

9-5/8-inch Surface Casing: 300 feet of Class G with 3% CaCl2(1/4% celloflake will only
be used if lost circulation is encountered).

4-l/2-inch Production Casing: 5000 feet of 50/50 Poz-gel followed by 3100 feet of
Class G with reducer and fluid loss additives, if needed.

4. MUD PROGRAM: Fresh water with gel sweeps will be used from surface to 300 feet.
Fresh water with 2% KCL will be used from 300 feet to total depth.

Sufficient mud materials to maintain mud properties, control lost circulation and to
contain blowout will be available at the wellsite.

No chrome constituent additives will be used in the mud system on Federal and Indian
lands without prior BLM approval to ensure adequate protection of fresh water aquifers.

5. LOGGING: Electric Logs will be run as deemed necessary.

TESTING: None

CORING: None
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6. ABNORMAL PRESSURE AND TEMPERATURE: No abnormal pressures are

anticipated. A BHT of 137 degrees F and a BHP of 2900 psi are expected.

7. ANTICIPATED STARTING DATE: Upon Approval

DURATION OF OPERATION: 15 days
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oPRO PAY
Structure : SEC.7-T10S--R2OE well : ISLAND #59

Field : UINTAH COUNTY Location : UTAH

-------- WELL PROFILE DATA - --

----- Point ---- MD Inc Dir TVO North East V. Sect Deg/100
Tie on 0.00 0.00 316.65 0.00 0.00 0.00 0.00 0.00
KOP 1800,00 0.00 316.85 1800.00 0.00 0.00 0.00 0.00
End of Guild 2455.28 32.76 316.85 2420.15 133.00 -124.69 182.31 5.00
End of Hold 5023.59 32.76 316.85 4579.85 1147.00 -1075.31 1572.23 0.00
Target 5676.87 0.00 316.85 5200.00 1280.00 -1200-00 1751.54 5.00
T.D. :Jod of Hold 6268.87 0.00 316.85 7790.00 1280.00 -1200.00 1754.54 0.00

o
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Surface Use and Operations

Wexpro Company
Island Unit Well No. 59

Uintah County, Utah

1. Existing Road:

A. Proposed Well Site as Staked: Refer to well location plat and area map.

B. Proposed Access Route: Refer to general area map. All access roads are within
lease boundaries.

C. Plans for Improvement and/or Maintenance: All existing roads utilized will be
maintained in their present condition and no improvements will be made.

2. Planned Access Roads:

A. Approximately 0.4 miles of new road construction is anticipated. The road will
be crowned and ditched with a 16 foot running surface. Construction of the
access road will necessitate a 30-foot wide right-of-way (maximum disturbance)

B. Maximum grade: Will not exceed 8 percent.

C. Turnouts: Water turnouts will be constructed as required to divert runoff water
from the road ditch in such a manner as to not cause erosion.

D. Location (centerline): Access road has been staked and flagged. Surface
disturbance and vehicular travel will be limited to the approved access route,
additional area needed will be approved in advance.

E. Surface materials: Surface materials will be obtained from cuts along the access
road and location. Spot surfacing may be required to maintain the running
surface.

F. Any topsoil (approximately 6-inches) removed in conjunction with road
construction will be spread in the borrow ditches or windrowed to the side.
Borrow areas will be seeded as discussed in reclamation procedures.

3. Location of Existing Wells: Refer to area map for the location of existing wells within a
one-mile radius.

4. Location of Existing and/or Proposed Facilities: Refer to area maps. Layout of new
facilities will be submitted via sundry Notice prior to installation.
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All permanent (onsite for six months or longer) structures constructed or installed will
be painted Desert Brown, a flat, non-reflective, earthtone color to match the standard
environmental colors, as determined by the Rocky Mountain Five State Interagency
Committee. All facilities will be painted within six months of installation. Facilities
required to comply with Occupational Safety and Health Act will be excluded.

If a tank battery is constructed on this lease, it will be surrounded by a dike of sufficient
capacity to contain one-and-a-half times the storage capacity of the battery.

Facilities will be applied for via Sundry Notice prior to installation.

All loading lines will be placed inside the berm surrounding the tank battery.

All site security guidelines identified in 43 CFR 3162.7 regulations will be adjered to.

All off-lease storage, off-lease measurement, or commingling on-lease or off-lease will
have prior written approval from Authorized Officer.

Gas meter runs for each well will be located within 500 feet of the wellhead. The gas
flowline will be buried from the wellhead to the meter and anchored securely
downstream of the meter run or any production facilities. Meter runs will be housed
and/or fenced.

The oil and gas measurement facilities will be installed on the well location. The oil and
gas meters will be calibrated in place prior to any deliveries. Tests for meter accuracy
will be conducted monthly for the first three months on new installations and at least
quarterly thereafter. The Authorized Officer will be provided with a date and time for
the initial meter calibration and all future meter proving schedules. A copy of the meter
calibration reports will be submitted to the Vernal District Office. All meter
measurement facilities will conform with the API standards for liquid hydrocarbons and
the AGA standard for natural gas measurement.

The proposed pipeline will be constructed and operated by QuestarGas Management
Company. The pipeline will be approximately 960 feet in length. The proposed surface
pipeline will be 3.5-inch O.D., Grade B or X-42 with a 0.288-inch wall thickness. The
width of the right-of-way requested is 50 feet for construction and will revert to 30 feet
for operation and maintenance purposes. The pipeline will be either brown or black in
color.

The maximum operating pressure that the natural gas pipeline is designed for is 1170
psig. Associated facilities include above ground valving and piping at the lateral
junctions.
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5. Location and Type of Water Supply: Water will be hauled by tank trucks from the

William E. Brown water well located in Section 32-T6S-R20E, Water Use Claim #43-
9077, Application #t20262.

6. Source of Construction Materials: All materials will be derived from cuts at the location
and along the access road. Construction material will be located on lease.

7. Methods for Handline Water Disposal: Cuttings and drilling fluids will be placed in an
unlined mud pit which will be constructed with at least one half of its holding capacity
below ground level. The mud pit will be fenced on three sides with a sheep-tight fence
of woven wire prior to the onset of drilling. Immediately upon completion of drilling,
the fourth side will be fenced and the liquids allowed to evaporate. The fence will be
maintained until restoration. Any produced liquids will be contained in test tanks and
hauled out by tank trucks. Garbage and other waste materials will be placed in a trash
cage, the contents of which will be disposed of in the nearest legal landfill. Portable
sewage facilities will be utilized for the disposal of human waste.

Produced waste water will be confined to an unlined pit for a period not to exceed 90
days after initial production. During the 90 day period an application for approval of a
permanent disposal method and location will be submitted for the Authorized Officer's
approval. Failure to file an application within the time allowed will be considered an
incident of noncompliance, and will be grounds for issuing a shut-in order.

8. Ancillary Facilities: Camp facilities will not be required.

9. Wellsite Layout: Refer to drawing.

10. Plans for Restoration of the Surface: During construction, all woody vegetation and the
top six-inches of topsoil material will be removed from the pad and stockpiled
separately. All pits will remain fenced until cleanup begins. Overhead flagging will be
installed if oil is in the mud pit.

Immediately upon completion of drilling, the location and surrounding area will be
cleared of all debris, materials, trash and junk not required for production. The reserve
pit and that portion of the location and access road not needed for production or
production facilities will be reclaimed.

Before any dirt work to restore the location takes place, the reserve pit will be
completely dry and all cans, barrels, pipe, etc. will be removed. All disturbed areas will
be recontoured to the approximate natural contours to the satisfaction of the Authorized
Officer.
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The stockpiled topsoil will be evenly distributed over the disturbed areas. Prior to
reseeding, all disturbed areas, including the access roads, will be scarified and left with a
rough surface. Reseeding will be done in the Fall before ground frost.

A seed drill equipped with a regulator will be required. Seed will be drilled 1/4-1/2 inch
deep on the contour using a seed mixture specified by the Bureau of Land Management.

Where drilling is not possible a broadcast/rake method will be used doubling the seed
mixture.

11. Surface and Mineral Ownership: Surface ownership along the access road is federal and
surface ownership at the wellsite is federal.

12. Other Information: Greg Darlington of the Bureau of Land Management, Bookcliffs
Resource Area, in Vernal, Utah will be notified at least 72-hours prior to commencement
of _bog construction and reclamation operations.

A Class III Cultural Resource Inventory has been completed and the report forwarded to
the Bureau of Land Management. If any cultural resources are found during
construction, all work will stop, and the Authorized Officer will be notified.

No chemicals subject to reporting under SARA Title III in an amount equal to or greater
than 10,000 pounds will be used, produced, stored, transported, or disposed of annually
in association with the drilling of this well. Furthermore, no extremely hazardous
substances, as defined in 40 CFR 355, in threshold planning quantities, will be used,
produced, stored, transported, or disposed of in association with the drilling of this well.

13. Lessee's or Operators Representative and Certification:

G. T. Nimmo, Operations Manager, P. O. Box 458, Rock Springs, Wyoming 82902,
telephone number (307) 382-9791.
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Certification:

I hereby certify that I, or persons under my direct supervision, have inspected the
proposed drill site and access route, that I am familiar with the conditions which
currently exist, that the statements made in the plan area, to the best of my knowledge,
true and correct; and, that the work associated with the operations proposed herein will
be performed by Wexpro Company and its contractors and subcontractors in conformity
with this plan and the terms and conditions under which it is approved. This statement is
subject to the provisions of 18 U.S.C. 1001 for the fvlin of a false statement.

Date: Name
_77

ÑË
G. T. Nimmo, Operations Manager



e eWEXPRO COMPANY FICURE #1
LOCATION LAYOUT FOR

ISLAND UNIT #59, #60, #58, #47, & #57
SECTION 7. T10S, R20E, S.L.B.&M.

Proposed Access
NE 1/4 SE 1/4 Road

F-26' C-1.O' F-0.7'

DSA ELE:1
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Drawn By C.B.T.
---

135°
Revised: 1-11-00 C.B.T.
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Elev. Graded Ground at the /60 Location Stoke = 5084.8' es s•- a e-e · v•==t. •=a••¤78 • (4361



WEXPRO COMPANY
TYPICAL CROSS SECTIONS FOR

×-Section ISLAND UNIT #59, #60, #58, #47, & #57
.

scale SECTION 7, T10S, R20E, S.L.B.&M.

1" -

loo• NE 1/4 SE 1/4

DATE: 12-29-99
Drawn By C.B.T.

Revised: 1-11-00 C.B.T. 135 100'

F/LL - _

F/LL

STA. 4+15

75° 25° 35' 100' Preconstruction

Slope- 1 1/2.1 LOCATIDM STAKE

Finished Grade

STA. 1+75

10° 90° 35' 100'

CUT

STA.

n0

50

FILL

135' 100°C

/LL

STA. 0+00

NOTE:

ITopsoil should not be
Stripped Below Finished FIGURE #Grade on Substructure Area.

APPROXIMATE YARDAGES excess umrestar arren
5X COWPAC710N = 4,020 Cu. Yds.

CUT Topsoil & Pit Backfi//
(6") Topsoil Stripping = 1,810 Cu. Yds. (1/2 Pit Vol.) = 4,02o Cu. Yds.

Remaining Location = 6,940 Cu. Yds. EXCESS UNBALANCE
(Alter Rehabilitation) = o Cu. Yds.

TOTAL CUT = 8, 750 CU.YDS.
UINTAH ENGINEERING & LAND SURVEYING

FILL - 4, 490 CU. YDS. ,, s,. 24, ,,,, . ,,,..,, y,,, ,,,,, . ,,,,,
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S PROPOSED LOCATION:T9 ' ISLAND UNIT #60,
- T10S

Fie gg ygpg

2.8M

1,3 MI. +l-

0.3MI.+

LEGEND: WEXPRO COMPANY
O PROPOSEDLOCATION N ISLAND UNIT #60, #59, #58, #47, & 57

SECTION 7, Tl0S, R20E, S.L.B.&M.
NE 1/4 SE 1/4

- Uintah Engineering & Land Surveying TOPOGR A PH I C 12 29 9985 South 2OO East Vernal, TJtah 84078 M A P on vna(435) 789-1017 * FAX (435) 789-1813
SCALE:1: 100,000 DRAWNBY:J.L.G. REVISED



PROPOSED LOCATION:
o ISLAND UNIT #60, #59,

#58 #47, & #57

4,
0.5 MI. +I-

SEEP RIDGE ROAD 6.9 MI. +I-

S
LEGEND: WEXPRO COMPANY
- - - - - - - - - - PROPOSED ACCESS ROAD N ISLAND UNITS #60, #59, #58, #47, & #57

EXISTING ROAD SECTION 7, T10S, R20E, S.L.B.&M.

-
NE 1/4 SE 1/4

Uintah Engineering & Land Surveying TOPOGR A PH I C 12 2 99 i
85 South 200 East Vernal, Utah 84078 M A P my run I(435) 789-1017 * FAX (435) 789-1813

SCALE:1" = 2000' DRAWNBY:J.L VISED:
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WORKSHEET

APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 02/14/2000 API NO. ASSIGNED: 43-047-33478

WELL NAME: ISLAND U 59

OPERATOR: WEXPRO COMPANY ( N1070 )

CONTACT: GT NIMMO PHONE NUMBER: 307-382-9791

PROPOSED LOCATION: INSPECT LOCATN BY: / /
NESE 07 1005 200E

SURFACE: 2329 FSL 1003 FEL Tech Review Initials Date

55] E BOTTOM: 1900 FNL 2200 FEL Engineering
UINTAH

NATURAL BUTTES ( 630 ) Geology

LEASE TYPE: 1--FÅ«A surface

LEASE NUMBER: U-4482

SURFACE OWNER: 1-F<Aerd
PROPOSED FORMATION: WSTC

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat - R649-2-3. Unit S Anc
Bond: Fedfl] Ind[] sta[] Fee[] R649-3-2. General

(No. ES0019 ) Siting:
Potash (Y/N) R649-3-3. Exception
Oil Shale (Y/N) *190 - 5 (B)

J' Drilling UnitV Water Permit
(No. 43-9077 ) Board Cause No:

RDCC Review (Y/N)
Eff Date:

(Date: )
Siting:

f9 Fee Surf Agreement (Y/N) \/ R649-3-11. Directional Drill

COMMENTS:



O O
OPERATOR: WEXPROCOMPANY (N1070)

FIELD: NATURAL BUTTES (630)

SEC.7,T 10 S, R 20 E

Utah OilGas and Mining COUNTY: UINTAH UNIT:ISLAND

swing the Industry, Protecting the Environment

T10S R19E T10S R20E

NATURALBUTTESFIELD

1 6

+..-..,,, ISLANDUNIT 4.umoussr2,
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ISLAND NiT 30

ISLAND UNIT1 ISLANDU 00 IBLANDUNIT35 ISLANDUNI 14
ISLAND NITiiO

ISLANDUNIT10 ISLANDUNfT13** MSLANDUNIT73

MD UNIT$7
ISLAND NIT51

ISLANDUNIT 74
ISLAND NIT$2

ISLANDUNIT08 ISLANDUNIT15 SLANDUNIT44

IOLANDUNIT45 4
RBU3 17F

ISLANDUNif 37
ISLANDUNIT46 RBU3-1 rFX

RBU313E #ISLANDUNIT3B NB 1

ISLANDUNIT
RED 1-14E

BU8-13E

E RIVERBENDUNIT /-13E ABUGiBF RBU9-18F
RBU&tap *OSC 9t

RBU5.17F
ROU&i3E

13 18 p A RBU 7-1 /F

N 000 12-18F
RBU 11-18F

NSU 11-13E ¾ mayg.18F *RBU 11-17F

ARIVER WOUNITS-13E

RBU13-16F2
ROM15-10F *ROU 13-17F RBU 1 17F

A RBU i 13E

- - """""" - RIVER BEftD UNIT - - ¯
RBU3-20F

REUA-19F ARBU3-19F

PREPARED
DATE:



WORKSHEET

APPLICATION FOR PERMIT TO DRI

APD RECEIVED: 02/14/2000 API NO. ASSIGNED: 43-047-33478

WELL NAME: ISLAND UNIT 59 AMENDED
OPERATOR: WEXPRO COMPANY ( N1070 )

CONTACT: GT NIMMO PHONE NUMBER: 307-382-9791

PROPOSED LOCATION: INSPECT LOCATN BY: / /
SENE 07 1003 200E

SURFACE: 2391 FNL 0571 FEL Tech Review Initials Date

3)g BOTTOM: 1900 FNL 2200 FEL Engineering
UINTAH

NATURAL BUTTES ( 630 ) Geology

LEASE TYPE: 1-FeÅœr Surface

LKASE NUMBER: U-4482

SURFACE OWNER: 1-FÅerd
PROPOSED FORMATION: WSTC

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

v/ lat R649-2-3. Unit QCs en
Bond: Fed Ind[] Sta[] Fee[] R649-3-2. General

(No. ES0019 ) Siting:
Potash (Y/N) R649-3-3. Exception
Oil Shale (Y/N) *190 - 5 (B)

/ Drilling UnitV Water Permit
(No. 43-9077 ) Board cause No:

) RDCC Review (Y/N)
Eff Date:
Siting:

(Date: )

Fee Surf Agreement (Y/N) R649-3-11. Directional Drill

COMMENTS:



Form 3160-5

(.lune1990) FORMAPPROVED

UNITED STATES -sudo.esure.unosooeolas
DEPARTMENT OF THE INTERIOR Egkas: Mare 31, 1993

BUREAU OF LAND MANAGEMENT 5. LEASEDESIGNAYIONAND SERIALNO.
U-4482

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDMN, ALt.OTTEEOR TRIBENAME

Do not use this forib for proposals to drill or to deepen or reentry to a dífferent reservoir.
Use '*APPLICATIONFQR PERMIT -" for such gregosals NA

T IF tlNif OR CA, AGAGEMENTDESIGNATION

SUBMIT IN TRIPLICATE
1. TYPE OF WEu. ISLAND

OIL GAS 8 WELLNAME ANDNO.
WELL WELL OTHER

2 NAME OF OPERAfon ISLAND UN11 NU. 39
WEXPRO COMPANY • APIWELt.NO.

3 ADDRESS AND TELEPHONENO. 43-047-Pending
P. O. BOX 458, ROCK SPRINGS, WY 82902 (307) 382-9791 10. ‡lELOAND POØL, OR EXPLORATORY AREA

4 LOCATION OF WELL (FOOYAGE,SE¢., T..A. M.,04 SURVEYDESCRIPTION) ISLAND
11. COUNTYORPARISH,$TATE

1003' FEL, 2329' FSL, NE SE 7-108-20E (Surface Location)
2200' FEL, 1900' FNL, SW NE 7-108-20E (Bóttom HoleLocation) UINTAHCOUNTY,UTAH

12. CHECK APPROPRIATEBOX(S) TO INDICATENATURE OF NOTICE, REPORT, Ok OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

mu
Nouce ofIntent Abandonmet Change in PMns

mese
Recompletion NewConsimmilon

Subsequent Report . Plugging Back Noi?4tadine Fra ging

Final AbendemnentN0tido Aterîng Casing Coiwer*Ion to Irgeaban

OUw AmendAPDFing Obpese Walet

13, Desorbo Propeted ofComþMid OpemUens (Cleadyone ad pu tant datiis, and giveperUnett Mies, Indu ngendmateddat0 Of OlaFÑHg Ony þrU $ $WOFIL $ wat is dirgdlonely milled,give
subourfacelocallons and steasured stuttua vetticaldipiha for al melkers and zones partirant to thiswork.)*

As requested in the seven day letter, the minimumamount of cement to be used by volume is as follows:
T11e9-5/8-inch O.D.,36#, K-55. ST&Ccasingwill be cementedwith 222 cubicfeet of Class G cement with3% CaCl2

and 1/4% CelloFlake, if needed.
The 4-l/2-inch O.D., l1.6#, N-80, 8 rd thrd, LT&C casing will be cemented with 1200 cubic feet of 50/50 Pozmix and

700 cubic feetof Class G.

The archaeological report was senton February 16, 2000 from Western Wyoming Archaeological Services (99-WWC-396).

CIL GS Ai DE
14. I hereby trueand correct

G. T. Nimmo, Operations Manager February 22, 2000
Title Dale

(WWsspace for Federaf or SMe ONiceuse)

Approved by Title Dato
Conditionsof approval, if any

Title 18 U.S.C. Section 1001, makes it a Cfkne för any person know¡ngly and wigfully tomake to any department or egency of the UnKed States äny false, ficillious er #-idulenteWoments or
representationsas to any matter withinits jurisdiction.

$00 InstrußËON on A0¥erse



3160-5

(June1990) FORMAP ROVED

UNITED STATES . auseme-m.uw.sooa-osas
DEPARTMENT OF THE INTERIOR Em me' March 31, 1993

BUREAU OF LAND MANAGEMENT s teAss DEslAÑAflÓNAND SEAIAL NO.

4482
SUNDRY NOTICES AND REPORTS ON WELLS O IF IN0tAN, ALLOTTEEONTRIBE NAME

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPLICATIONFOR PERMIT -" for sych proposats NA

7. IFUNITOR CA, AGREEMENT DESIGNATION

SUBMIT IN TRIPUCAT§
1. TYPEOF WELL ISLAND

OIL GAS 8. WELL NAMk AND NU.

WELL WELL OTHER

2. NAMEOF OPERATOR ISLANDUNI l No. 39
WEXPRO COMPANY & APIÝUGULNO.

3. ADDRESS ANDTELEPHONGNo. 43-04 /-Pending
P. O. BOX 458, ROCK SPRINGS, WY 82902 (307) 382-9791 10. PIELÔANDPOOL OR EXPLORATORY AREA

4. LOCATION OF WELL (FOOTAGG,SEC., T., R., M.. OR SURVEY DESCRIPTION) ISLAND
11, COUNTY OR PARIGH, STATE

1003' FEL, 2329' FSL, NE SE 7-108-20E (Surface Location)
2200' FEL, 1900' FNL, SW NE 7-108-20E (Bottom HöleLocation) UINTAH COUNTY, UTAH

92. CHECK APPROPRIATEBOX(S)TO INDICATENATURE OF NOTICE,REPORT, OR OTHRRDATA
. TYPE OF SUBMISSIW TYPE OF ACTIN

RomaghWm NW Constamm

subsequentReport Plugging Back Non4toubte Fraghring

Cas¾ RepaW Waar Sin&OW

Final Abandersnent Notice Alering Caming Conversion lo Irgention

13. Describe Proposed or ComptoledOperations(Cleadystile altper&gtt delais, andgive partinent deles, ir luding estimateddele of sielthg anypropeted work. Raël15 ¢Iradion-Ily drited, give
subaufface lacedens andmeasuredandtrue veñînat depihs for ai makers and Emnas penMant to90s womy

Attached are the final directional well profile for theabovewell.

14. I hereby cert true and correct

G. T. Nimmo, Operations Manager Pebruary 23, 2000
Signed TRIe Date

(This space (Or Federal or State allice use)

Approved by Title Date
Canditions of approval,if any

Tale la U.S. C. Sedian 1001, makes if a erkne fr any persen knowingly and WIIKulyto make to any depaNment er agency ofthe UnkedStates any fatie, flekinus or fraudulent sialementsor
representations as to ag matter within its jurisdictim.

*Bee instruction on Neverse



O Sc@nberger
Proposed Well Profile

cilent: Wexpro Company Survey Computation Method: Minimum Curvature
Field: UT, Uintah County DLS Computation Method: Lubinski

Structure: Pad #10 Vertical Section Azimuth: 311.300°

Well: Island #59 Vertical sectionOrigin: N 0.000 ft, E 0.000 ft
Borehole: New Borehole TVD Reference:

uwllAPI#: 0.0 ft above
Date: February 24, 2000 Magnetic Declination: 12.666°

Grid convergence: 1.28568585 Total Field Strength: 53632.594 nT
Scale Factor: 1.00012345 Dip: 66.363°

Declination Date: January 10, 2000
Location: N 40 12 0.302. W 109 33 0.313 Magnetic Decilnation Model: BGGM 1999

: N 3238397.004 ftUS, E 2185133,897 ftUS North Reference: Grid North
Coordinate System: NAD83 Utah State Planes, Northern Zone, US Feet Coordinate Reference To: Well Head

I
Station ID MD IncÌ Azim TVD VSee N/-S ¯

EI.W Closure at Azim DLS TF FSL FNL FEL

(ft) (*) (') (ft) (ft) (ft) (ft) (ft) (*) ("l100ft) (*) (ft) (ft) (ft)

0.00 0.00 311.3 0.00 0.00 0.00 0.00 0.00 0.00 0.00 -48.7MTF 2329.00 2951,00 1003.00

KOP 1800.00 0.00 311.3 1800.00 0.00 0.00 0,00 0.00 0.00 0.00 -48.7MTF 2329.00 2951.00 1003.00

1900.00 3.00 311.3 1899.95 2.62 1.73 -1.97 2.62 311.28 3.00 -48.7MTF 2330.73 2949.27 1004.97

2000.00 6.00 311.3 1999.63 10.46 6.90 -7.86 10.46 311.28 3.00 0.0 2335.90 2944.10 1010.86

2100.00 9.00 311.3 2098.77 23.51 15.51 -17.67 23.51 311.28 3.00 0.0 2344.51 2935.49 1020.67

2200.00 12.00 311,3 2197.08 41.74 27.54 -31.36 41.74 311.28 3.00 0.0 2356.54 2923,46 1034.36

2300.00 15.00 311.3 2294.31 65.08 42.94 .48.90 65.08 311.28 3,00 0.0 2371.94 2908.06 1051.90

2400.00 18.00 311.3 2390.18 93.48 61.67 -70.24 93.48 311.28 3.00 0.0 2390.67 2889.33 1073.24

2500.00 21.00 311.3 2484.43 126.85 83.70 -95.32 126.85 311.28 3.00 0.0 2412.70 2867.30 1098.32

2600.00 24.00 311,3 2576.81 165.12 108.94 -124.08 165.12 311.28 3.00 0,0 2437.94 2842.06 1127.08

2700.00 27.00 311.3 2667.06 208.18 137.34 -156.42 208.16 311.28 3.00 0.0 2466.34 2813.66 1159.42

2000.00 30.00 311.3 2754.93 255.87 168.82 -192.27 255.87 311.28 3.00 0.0 2497.82 2782.18 1195.27

2900.00 33.00 311.3 2840.18 308.12 203.29 -231.53 308.12 311.28 3.00 0.0 2532.29 2747.71 1234,53

3000.00 36.00 311.3 2922.59 364.75 240.66 -274.09 364.75 311.28 3.00 0.0 2569.66 2710.34 1277.09

3100.00 39.00 311.3 3001.91 425.62 280.82 -319.83 425.62 311.28 3.00 0.0 2609.82 2670.18 1322.83

EOC#1 3171.68 41.15 311.3 3056.76 471.77 311.27 -354.51 471.77 311.28 3.00 0,0 2640.27 2639,73 1357.51

Begin Drop 4015.16 41.15 311.3 3691.89 1026.81 677.48 -771.59 1026.81 311.28 0.00 180.0 3006.48 2273.52 1774.59

4100.00 39.03 311.3 3756.79 1081,44 713.53 -812,65 1081.44 311.28 2.50 180.0 3042.53 2237.47 1815.65

4200.00 36.53 311.3 3835.82 1142.70 753.94 -858.68 1142.70 311.28 2.50 180.0 3082.94 2197.06 1861.68

4300.00 34.03 311.3 3917.45 1200.45 792.05 -902.07 1200.45 311.28 2.50 180.0 3121.05 2158.95 1905.07

4400.00 31.53 311.3 4001.52 1254,59 827.77 -942.76 1254.59 311.28 2.50 180.0 3156.77 2123.23 1945.76

4500.00 29.03 311.3 4087.87 1305.00 861.03 -980.64 1305.00 311.28 2.50 180.0 3190.03 2089.97 1983.64

4600.00 26.53 311.3 4176.34 1351.61 891.78 -1015.66 1351.61 311.28 2.50 180.0 3220.78 2059.22 2018.66

4700.00 24.03 311,3 4266.75 1394.31 919.95 -1047.75 1394.31 311.28 2.50 180.0 3248.95 2031.05 2050.75

4800.00 21.53 311.3 4358.95 1433.02 945.50 -1076.84 1433.02 311.28 2.50 180.0 3274.60 2005.50 2079.84

4900.00 19.03 311.3 4452.74 1467.68 968.36 -1102.88 1467.68 311.28 2.50 180.0 3297.38 1982.64 2105.88
5000.00 16.53 311.3 4547.96 1498.21 988.51 -1125.83 1498.21 311,28 2.50 180.0 3317.51 1962.49 2128.83

5100.00 14.03 311.3 4644.41 1624.56 1005.89 -1145.63 1524.56 311.28 2.50 180.0 3334.89 1945,11 2148.63

5200.00 11.53 311.3 4741,93 1546.68 1020.49 -1162.25 1546.68 311.28 2.50 180.0 3349.49 1930.51 2165.25
5300.00 9.03 311.3 4840.32 1564.52 1032.26 -1175.66 1564.52 311.28 2.50 180.0 3361.26 1918.74 2178.66

5400.00 6.53 311.3 4939.39 1578.06 1041.19 -1185.83 1578.06 311.28 2.50 180.0 3370.19 1909.81 2188.83

5500.00 4.03 311.3 5038.95 1587.26 1047.26 -1192.74 1587.26 311.28 2.50 -48.7MTF 3376.26 1903.74 2195.74

5600.00 1.53 311.3 5138.83 1592.11 1050.46 -1196.39 1592.11 311.28 2.50 -48.7MTF 3379.46 1900.54 2199.39

#59 Target 5661.18 0.00 311.3 5200.00 1592.92 1051.00 -1197.00 1592.92 311.28 2.50 -48.7MTF 3380.00 1900.00 2200,00

TD / PBHL 8251.18 0.00 311.3 7790.00 1592.92 1051.00 -1197.00 1592.92 311.28 0.00 0.0MTF 3380.00 1900.00 2200.00

Stirvev Prngram (No Error Model Selected)

Pad10.xis Page 1 of 1 2/24/00-1;55



03/22/00 17:44 FAI 8013242637 WEXPRO CO Igl002

180 East 100 B0ulh

RO. Box 45001

saltLaicacity,417 84145-0801
Tal 901 324 2600

Fax 801 324 2637

March 22, 2000

Stateof Utah
Department of Natural Resources
Division of Oil, Gas and Mining
P.O. Box 145801
Salt LakeCity, UT 84114-5801

Attn.: Lisha Cordova

Re: Island Unit APD's
Uintah County,Utah

On February2, 2000, Wexpro Companysubmitted to theBureau of Land Management(BLM), Utah Office,
Applications for Permit to Drill (APD's) for Island Unit Wells No. 47, 58, 59, 60, 69, 70, 71, 73 and 74.On
March 9, 2000, theBLM approvedour APD's. However, we have yetto receive such approvalfromtheUtah
Division of Oil, Gas and Mining(theDivision).It is my understanding that theDivision iswithholding such
approvalbecausewe are not in compliancewith Rule No. R649-3-11 of the Division's regulations dealing
with directional drilling.

Listed beloware the locations of the abovereferenced wells:
i

Well Location Lease Acres Ownership

IslandUnit 47 SL:NE SE 7-108-20E U-4486 1,353.33 WexproCompany - 100%
BHL: NW SW 8-108-20E

Island Unit 58 SL: NE of Lot 4, 7-105-20E U-4482 1,970.27 Wexpro Company - 100%
BHL:NW SE 7-108-20E

Island Unit 59 SL: NE SE 7-10$-20E U-4482 1,970.27 WexproCompany - 100%
BHL: SW NE 8-105-20E

IIsland Unit 60 SL:NE SE 7-108-20E U-4482 1,970.27 Wexpro Company- 100%
BHL: SE NE 8-103-20E

Island Unit 69 SL: SE NW 11-105-19E U-4481 1,282.52 Wexpro Company - 100%
BHL: SW NW 11-103-19E

Island Unit 70 SL: SENW 11-105-19E U-4481 1,282.52 Wexpro Company - 100%
BHL: NW NW 11-108-19E

Ollialal N-knal Sun Sgpigr to
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O O

Well Location Lease Acres Ownership

Island Unit 71 SL: SE NW 11-105-19E U-4481 1,282.52 Wexpro Company - 100%
BHL: SWNE 11-108-19E

Island Unit 73 SL: NE of Lot 4, 7-105-20E U-4482 1,970.27 WexproCompany - 100%
BHL: SE SW 7-108-20E

Island Unit 74 SL: NE of Lot 4, 7-108-20E U-4482 1,970.27 WexproCompany - 100%
BHL: SW of Lot 4, 7-108-20E

I would like point out that all leasewithin theIsland Unit ParticipatingArea "A" in whichthese wellsare
proposed tobedrilled in, are fully committed totheIsland Unitand subjecttotheIslandUnit Agreement and
Unit OperatingAgreement.I would also like to point out that within thedirectional path of these wells
(surface location to bottom hole location),all such acreage within 460 ft is owned by Wexpro and doesnot
require us to obtainthe approvalof other parties regarding our intended operations.

At this time, Wexpro respectfully requests that the Division approve our APD's as wereearlier submitted.
Shouldyou have any questions, pleasecall me at (801) 324-2611.

Sincerely,

WEXPRO



03/22/00 17:44 FAX 8013242637 WEXPRO CO lil001

O Facsimile
Transmittal

Date: March 22, 2000 Fax number: (801) 359-3940

To: Lisha Cordova

Company: Department of Natural Resources. Location:

Number of pages Including coversheef 5

From: David Quinn Location:

Instructions andlor comments:

Please advise ifyou require further Information. The originalletters will
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O State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
1594 West NorthTemple, Suite 1210

Michael O. Leavitt PO Box 145801Governor
Kathleen Clarke Salt Lake City, Utah 84114-5801

Executive Director 801•538-5340

Lowell P. Braxton 801-359-3940(Fax)
DivisionDirector 801-538-7223 (TDD)

March 23, 2000

Wexpro Company
PO Box 458
Rock Springs, WY 82902

Re: Island Unit 59 Well, 1900' FNL, 2200' FEL, SW NE, Sec. 7, T. 108, R. 20E,
Uintah County,IJtah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill
the referencedwell is granted.

This approval shall expire one year from the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this well is 43-047-33478.

Sincerely,

J hn R. Baza
ssociate Director

er
Enclosures
cc: Uintah County Assessor

Bureau of Land Management, Vernal District



O O

Operator: Wexpro Company

Well Name & Number Island Unit 59

API Number: 43-047-33478

Lease: U-4482

Location: SW NE Sec._2_ T. 10S R. 20E

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable termsand provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division within 24 hours of spudding the well.
• Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dan Jarvis at (801) 538-5338
• Contact Robert Krueger at (801) 538-5274.

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division, including but
not limited to the Entity Action Form (Form 6), Report of Water Encountered During Drilling
(Form 7), Weekly Progress Reports for drilling and completion operations, and Sundry Notices
and Reports on Wells requesting approval of change of plans or other operational actions.

4. In accordance with Order in Cause No. 190-5(b) dated October 28, 1982,the Operator shall comply
with requirements of Rule R649-3-31 pertaining to Designated Oil Shale Areas. Additionally,
the operator shall ensure that the surface and/or production casing in property cemented over the
entire oil shale interval as defmedby Rule R649-3-31. The Operator shall report the actual depth
the oil shale is encountered to the Division.

5. In accordance with Utah Admin. R.649-3-11, Directional Drilling, submitted of a complete angular
deviation and directional survey report is required.

6. State approval of this well does not supersede the required federal approval which must be obtained
prior to



Form31603 SUBMIT IN TRIPLICAT * Formapproved.
(December. 1990) (Other instructions on Budget Bureau No. 1004-0136

UNITED STATES
reverse side) Expires December 31, 1991

DEPARTMENT OF THE INTERIOR S. LEASE DESIGNATION AND SERIAL NO.
BUREAU OF LAND MANAGEMENT U-4482

6. IF INDIAN,ALLOTTEE OR TRIBE NAME
APPLICATION FOR PERMIT TO DRILL OR DEEPEN NA

la. TYPE OF WORK 7. UNIT AGREEMENT NAME

DRILL DEEPEN ISLAND
b. TYPE OF WELL

OIL GAS SINGLE MULTIPLE 8. FARMOR LEASE NAME. WELL NO.
WELL WELL OTHER ZONE ZONE

2. NAMEOF OPERATOR AM(-.NUt-U
9. API

LAND UNIT NO. 59

WEXPRO COMPANY
3. ADDRESS AND TELEPHONE NO. PENDING

10. FIELD AND POOL, OR WILDCAT
P. O. BOX 458, ROCK SPRINGS, WY 82902 (307) 382-9791

4, LOCATION OF WELL(Reportlocation clearly and in accordance with any State requirements.*) ISLAND UNIT
At surface 571 i FEL, 2391· FNL, SE NE 7-108-20E 1 $ 11. SEC., T., R., M., OR BLK.

At proposed prod.zone 2200 I FEL, 1900 * FNL, SWNE 7-105-20E / g§ Ò L)602 (
AND SURVEY OR AREEA

14 DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. COUNTY OR PARISH 13. STATE

Approximately 20 miles southwest of Ouray, Utah UINTAH UTAH
15. DISTANCE FROM PROPOSED* 16. NO OF ACRES IN LEASE 17. NO. OF ACRES ASSit NED

LOCATION TO NEAREST TO THIS WELL
PROPERTY OR LEASE LINE, FT. 5434' 1970.2
(Also to nearest drig. unit line, if any) NA

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20 ROTARY OR CABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED
OR APPLIED FOR, ON THISLEASE, FT. 1630' 7648' TVD Rotary

21. ELEVATIONS (Show whether DF, RT, GR. etc.) 22. APPROX. DATE WORK WILL START*

5087' Upon approval
23. PROPOSED CASINGANDCEMENTINGPROGRAM

SIZE OF HOLE GRADE,SIZE OF CASING WEIGHT PER FOOT SETTINGDEPTH QUANTITYOF CEMENT
12-1/4" 9-5/8", K-55 36# 300' Please refer to drilling plan
7-7/8" 4-1/2", N-80 11.6# 8,148' Please refer to drilling plan

Please refer to attached Drilling Plan for details.

Please be advised that Wexpro Company is considered to be the operator of the above well and is responsible
under the terms and conditions of the lease for the operations conducted upon the leased lands. Bond coverage
is provided by Nationwide Bond No. SL67308873, BLM Bond No. ES0019.

e- Approvedby the RECElVED

Date.
.

DIVISION OF
OIL,GAS ANDMINING

IN ABOVE SPACE DESCRIBE P POSED PROGRAM: If propos ' o deepen, give data on present productive zone and proposed new productive zone. If proposal
is to drill or deepen directionally, give ine bsurface locations and measured and true vertical depths. Give blowout preventer program, af any.

24.

StGNED TITLE
G. T. Nimmo, Operations Manager

DATE

(lhis space for Federal or Štateofficeuse)

PERMIT NO APPROVAL DATE

Application approval does not warrant or cetifythat the applicant holds legal or equitable titleto those rights in the subject lease which would entitle the applicant to conduct operations thereon
CONDITIONS OF APPROVAL, IF ANY:

APPROVED BY TITLE DATE

* See Instructions On Reverse Side
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false, fictitious or fraudulent statements or representations as to any matter within



WEXPRO COMPANYT10S, R20E, S.L.B.&M.
Well location, lSLAND UNIT #59, located

588 51'E - 96.86 (G.L.O.) as shown in the SE 1/4 NE 1/4 of Section
. 7. T10S, R20E, S.L.B.&M. Uintoh County,I Utah.

REC IVED BASIS OF ELEVATION

SPOT ELEVATION IN THE NE 1/4 Sw 1/4 OF SECTION
Lot 7 APR 7 2000 -

-
° 12. TTOS, R19E, S.L.B.&M. TAKEN FROM THE BIG

- 6. PACK MTN. NW, QUADRANGLE,UTAH, UINTAH COUNTY,
E S 7.5 MINUTEQUAD. (TOPOGRAPHIC MAP) PUBLISHEDDIVISION OF - BY THE UNITED STATES DEPARTMENT OF THE 1NTERIOR,

, ÛAÑ.'EM d GEOLOGICALSURVEY. SAID ELEVATION IS MARKEDAS
BEING 5125 FEET. e

Lot 2 Bottorn Role
(C2

ISLAND UHIT /59 '
e

£7ev. Ungraded Ground = 4970 N
1928 Brass Cap Brass Cap
1 2° High, Pas N65DB27
of Stones 6J1JJ'

o
^o

oo o . oLot J o -

SCALE

CERTIFICATE
THIS IS TO CERTIFY THAT THE ABOVE PLAT R)DM
FIELDNOTES OF ACTUAL SURVEYSMADE
SUPERviSION AND THAT THE SAME ARE B ËCT

Lot 4 BEST OF MY KNOWLEDGEAND B

RECISTE ED I NDBrass C
Brass Cqu kass cap Revised: 04-03-00 D.R.B. R ON

NB8'4437"W 3801.43' (Meas.) NB8°5835"W 2635.18' (Meas.)
Revised: 1-11-00 C.B.T.
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Drilling Plan

Wexpro Company
Island Unit Well No. 59

Uintah County, Utah

1. SURFACE FORMATION, ESTIMATED TOPS AND WATER, OIL, GAS OR
MINERAL BEARING FORMATIONS:

Formation TVD Remarks
Depth

Uintah Surface

Green River 1,298' Gas, Secondary Objective

Kick Off Point 1,800'

Birds Nest Aquifer 2,263'

Wasatch Tongue 4,283'

Green River Tongue 4,633' Gas, Secondary Objective

Wasatch 4,783' Gas, Secondary Objective

Lower Wasatch Marker 6,873' Gas, Primary Objective

Total Depth 7,648'

All fresh water and prospectively valuable minerals encountered during drilling, will be
recorded by depth and adequately protected.

2. PRESSURE CONTROL EQUIPMENT: (See attached diagram) Operator's minimum
specifications for pressure control equipment require an 11-inch 3000 psi double gate
hydraulically operated blowout preventer and an 11-inch 3000 psi annular preventer.
BOP equipment will be tested to its rated working pressure or 70-percent of the internal
yield of the surface casing. The annular preventer will be tested at 50-percent of its rated
working pressure. NOTE: The surface casing will be pressure tested to a minimum of
1500 psi. BOP's will be checked daily as to mechanical operating condition and will be
tested by rig equipment after each string of casing is run. All ram type preventers will
have hand wheels which will be operative and accessible at the time the preventers are
installed.

AUXILIARY EQUIPMENT: RECEIVED
a. Manually operated kelly cock APR11 2000

1 DIVISION OF
OIL,GAS AND
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b. No floats at bit
c. Monitoring of mud system will be visual
d. Full opening floor valves in the full open position, capable of fitting all drill stem

connections manually operated

3. CASING PROGRAM:

Size Top Bottom Weight Grade Thread Condition

9-5/8" sfc 300' 36 K55 LTC New

4-1/2" sfc 8,148' MD 11.6 N80 LTC New

Casing Strengths: Collapse Burst Tensile
(minimum)

9-5/8" 36 lb. K55 LTC 2,020 psi 3,520 psi 489,000 lb.

4-1/2" 11.6 lb. N80 LTC 6,350 psi 7,780 psi 223,000 lb

CEMENTING PROGRAMS:

9-5/8-inch Surface Casing: 300 feet of Class G with 3% CaCl2 (1/4% celloflake will only
be used if lost circulation is encountered).

4-l/2-inch Production Casing: 5000 feet of 50/50 Poz-gel followed by 3150 feet of
Class G with reducer and fluid loss additives, if needed.

4. MUD PROGRAM: Fresh water with gel sweeps will be used from surface to 300 feet.
Fresh water with 2% KCL will be used from 300 feet to total depth.

Sufficient mud materials to maintain mud properties, control lost circulation and to
contain blowout will be available at the wellsite.

No chrome constituent additives will be used in the mud system on Federal and Indian
lands without prior BLM approval to ensure adequate protection of fresh water aquifers.

5. LOGGING: Electric Logs will be run as deemed necessary.

TESTING: None

CORING: None
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6. ABNORMAL PRESSURE AND TEMPERATURE: No abnormal pressures are

anticipated. A BHT of 137 degrees F and a BHP of 2900 psi are expected.

7. ANTICIPATED STARTING DATE: Upon Approval

DURATION OF OPERATION: 15 days
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SchlunibergeP Wexpro Company
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Schluniberger

Proposed Well Profile
CIIent:WexproCompany surveyComputationMethod:MinlmutnCutvature
Fleid: UT,UhtahCounty DLSComputationMethod Lubinski

structure:Pad410 Yartles!SectionAximuth:287.750'
Well: lelandtSO VestloalsectionOrigin: N0.000 ft,E0 000 It

Gorehole!NewBerehole TVDRefemnse:
UWIfAPli. 4970 0 ftabove

Dale. April11,2000 MagneticDoolinationi12.049"
GddConvefgende:1.18665671· TotalFisidSttsagttu 53324.414 nT

ScaleFautor: 1.000¾703 Dip: E8.130'

DeclinationDate April11,2000
Locatlon:N39 57 45.000, W109 42 1.000 MagnetleDoollnellenModet: BGSM1000

i N3160940,414ftUS,E2144070,340flUS NorthReferenc•: TrueNorth
coordinatesystm NADS3UtahStatePlanes.NorthemZone,USFest enardinat•Ref•mne•T== WellHead

itstlett 10 MO Incl Aallri TVD Ysee Wo El-W Closwa elAsist DLs TF
(ft) f) (*) (ft) fit) (ft) (ft) gt) () ("|10011) (*)
0.00 0.00 287.75 0.00 0.00 0.00 0.00 0.00 0.00 0.00 -72.2MTF

KOP 1800.00 0.00 287.75 1600.00 0.00 0.00 0.00 0.00 0.00 0.00 -72.2MTF
1900.00 3.50 257.75 1899.94 3.08 0.03 -2.91 3.05 287.76 3.50 •72.2MTF

2000.00 7.00 287.75 1999.80 12.20 3.72 -11.02 12.20 287.76 3.50 0.0
2100.00 10.50 287.75 2098.32 27.41 8.38 .28.11 27.41 287.75 3.50 0.0

2200.00 14.00 287.75 2196.03 48.63 14.83 -46.31 48.63 257.75 3.50 0.0
2200.00 17.80 287.75 2202.26 75.77 23.10 -72,16 75.77 257.78 3.60 0.0
2400,00 21.00 287.75 2386.66 106.73 33.16 -103.55 108.73 257.75 3.50 0.0
2500.00 24.50 287.75 2478.86 147.40 44.95 -140.35 147,40 207.75 3.60 0.0
2000.00 28.00 287,75 2868.84 191.42 58 43 .182.49 101.62 287.76 3.50 0.0

2700.00 31.50 287.75 2655.34 241.23 73.56 -229.74 241.23 287.75 3.50 0.0
2000.00 35.00 287.76 2738.06 296.05 90.28 -281.95 296.05 257.75 3.50 0.0

EOC #1 2899.34 38.48 287.75 2818.65 $55.40 108.30 -338.53 355.46 287.75 3,50 0.0
Begin Drop 4423.41 38.48 287.75 4011.89 1303.74 307.50 -1241.05 1902.74 287.75 0.00 180.0

4500.00 28.18 287.75 4072.80 1350.18 411.72 -1285.87 1350.18 287.75 3.00 180,0

4600.00 33.18 287.75 4154.81 1407.07 420.07 -1340.05 1407,07 287.75 3.00 180.0
4700.00 30.18 287.76 4239,00 1459.58 448.00 -1800.08 1459.88 287.75 3,00 160.0
4800,00 27.18 207,75 4327,62 1607.56 450.71 -1435,70 1507.58 287.78 3.00 180.0
4000.00 24.18 287.75 4417.74 1880.00 472.03 -1477.03 1550,00 267.75 3.00 180.0
5000.00 21.18 287.75 4500 99 1580.44 484.68 -1513.74 1880.44 287.75 3.00 180.0

5100.00 18.18 287.75 4804.14 1623.12 494.95 ·1548.81 1823.12 287.75 3.00 160.0
6200.00 18.18 287.75 4800.02 1851.81 503.70 -1573.14 1881.81 287,78 3.00 180.0
8300.00 12.18 207.75 4797.08 1675,46 610.01 1595.66 1675.48 487.75 3,00 180.0
6400.00 9.18 287.76 4808.33 1603,00 514.56 -1813.31 1603.09 287.75 3.00 100,0
5500.00 d.18 287.75 4994.43 1707.35 520.64 -1626.03 1707.35 287.76 3.00 180.0

6800.00 3.18 287.75 5004.08 1715.51 523.12 -1823.80 1715.51 287.75 $.00 -72.2MTF
5700,00 0.18 287.75 5194.03 1718.44 524.02 -1636.50 1718.44 287.76 3.00 -72.2MTF

#$9 Target 6705.97 0.00 287.75 5200.00 1718.45 524.02 -1630.00 1718.45 287.75 3.00 -72.2MTF
TD/ PBHL 8205,07 0.00 287 75 7700,00 1718.45 524.02 -1636.60 1718.45 287.75 0.00 0.0MTF

Survev Proarsm: (No Error Model Selected RECEIVED
APR17 2000

and 459\Island #59\New Borefule\REV3 11AprOO Page 1 of 1 -
4/11/00-818 PM

4L GASAND
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p JU STABLE CHOKE

BLOAOUTPREVENTER
STACKQUTLET CHOKE

ADJUSTABLE CHOKE

WEXPRO/CELSIUS ÒËõkeManifold System
3K psi Blowout Prevèiition Eguigitibiit

NOTE: 1. Minimum Choke Manifold Configuration
NOTE: Drilling spool & choke lines will be a minimum of 3"

on choke side and 2" minimum on kill side 2. Vent Lines will be on a downward grade fro
choke manifold to pit and anchored
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Surface Use and Operations
Wexpro Company RECEIVED

Island Unit Well No. 59
Uintah County, Utah APR17 2000

1. Existing Road: DIVISION OF
OIL, GAS AND MINING

A. Proposed Well Site as Staked: Refer to well location plat and area map.

B. Proposed Access Route: Refer to general area map. All access roads are within
lease boundaries.

C. Plans for Improvement and/or Maintenance: All existing roads utilized will be
maintained in their present condition and no improvements will be made.

2. Planned Access Roads:

A. Approximately 0.1 miles of new road construction is anticipated. The road will
be crowned and ditched with a 16 foot running surface. Construction of the
access road will necessitate a 30-foot wide right-of-way (maximum disturbance).

B. Maximum grade: Will not exceed 8 percent.

C. Turnouts: Water turnouts will be constructed as required to divert runoff water
from the road ditch in such a manner as to not cause erosion.

D. Location (centerline): Access road has been staked and flagged. Surface
disturbance and vehicular travel will be limited to the approved access route,
additional area needed will be approved in advance.

E. Surface materials: Surface materials will be obtained from cuts along the access
road and location. Spot surfacing may be required to maintain the running
surface.

F. Any topsoil (approximately 6-inches) removed in conjunction with road
construction will be spread in the borrow ditches or windrowed to the side.
Borrow areas will be seeded as discussed in reclamation procedures.

3. Location of Existing Wells: Refer to area map for the location of existing wells within a
one-mile radius.

4. Location of Existing and/or Proposed Facilities: Refer to area maps. Layout of new
facilities will be submitted via sundry Notice prior to installation.
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All permanent (onsite for six months or longer) structures constructed or installed will
be painted Desert Brown, a flat, non-reflective, earthtone color to match the standard
environmental colors, as determined by the Rocky Mountain Five State Interagency
Committee. All facilities will be painted within six months of installation. Facilities
required to comply with Occupational Safety and Health Act will be excluded.

If a tank battery is constructed on this lease, it will be surrounded by a dike of sufficient
capacity to contain one-and-a-half times the storage capacity of the battery.

Facilities will be applied for via Sundry Notice prior to installation.

All loading lines will be placed inside the berm surrounding the tank battery.

All site security guidelines identified in 43 CFR 3162.7 regulations will be adjered to.

All off-lease storage, off-lease measurement, or commingling on-lease or off-lease will
have prior written approval from Authorized Officer.

Gas meter runs for each well will be located within 500 feet of the wellhead. The gas
flowline will be buried from the wellhead to the meter and anchored securely
downstream of the meter run or any production facilities. Meter runs will be housed
and/or fenced.

The oil and gas measurement facilities will be installed on the well location. The oil and
gas meters will be calibrated in place prior to any deliveries. Tests for meter accuracy
will be conducted monthly for the first three months on new installations and at least
quarterly thereafter. The Authorized Officer will be provided with a date and time for
the initial meter calibration and all future meter proving schedules. A copy of the meter
calibration reports will be submitted to the Vernal District Office. All meter
measurement facilities will conform with the API standards for liquid hydrocarbons and
the AGA standard for natural gas measurement.

The proposed pipeline will be constructed and operated by QuestarGas Management
Company. The pipeline will be approximatelyl920 feet in length. The proposed surface
pipeline will be 3.5-inch O.D., Grade B or X-42 with a 0.288-inch wall thickness. The
width of the right-of-way requested is 50 feet for construction and will revert to 30 feet
for operation and maintenance purposes. The pipeline will be either brown or black in
color.

The maximum operating pressure that the natural gas pipeline is designed for is l 170
psig. Associated facilities include above ground valving and piping at the lateral
junctions.
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5. Location and Type of Water Supply: Water will be hauled by tank trucks from the

William E. Brown water well located in Section 32-T6S-R20E, Water Use Claim #43-
9077, Application #t20262 or hauled by Troy Murray Trucking Company under Permit
#49-1634 at a point of diversion in Section 24, T9S, R19E.

6. Source of Construction Materials: All materials will be derived from cuts at the location
and along the access road. Construction material will be located on lease.

7. Methods for Handling Water Disposal: Cuttings and drilling fluids will be placed in an
unlined mud pit which will be constructed with at least one half of its holding capacity
below ground level. The mud pit will be fenced on three sides with a sheep-tight fence
of woven wire prior to the onset of drilling. Immediately upon completion of drilling,
the fourth side will be fenced and the liquids allowed to evaporate. The fence will be
maintained until restoration. Any produced liquids will be contained in test tanks and
hauled out by tank trucks. Garbage and other waste materials will be placed in a trash
cage, the contents of which will be disposed of in the nearest legal landfill. Portable
sewage facilities will be utilized for the disposal of human waste.

Produced waste water will be confined to an unlined pit for a period not to exceed 90
days after initial production. During the 90 day period an application for approval of a
permanent disposal method and location will be submitted for the Authorized Officer's
approval. Failure to file an application within the time allowed will be considered an
incident of noncompliance, and will be grounds for issuing a shut-in order.

8. Ancillary Facilities: Camp facilities will not be required.

9. Wellsite Lavout: Refer to drawing.

10. Plans for Restoration of the Surface: During construction, all woody vegetation and the
top six-inches of topsoil material will be removed from the pad and stockpiled
separately. All pits will remain fenced until cleanup begins. Overhead flagging will be
installed if oil is in the mud pit.

Immediately upon completion of drilling, the location and surrounding area will be
cleared of all debris, materials, trash and junk not required for production. The reserve
pit and that portion of the location and access road not needed for production or
production facilities will be reclaimed.

Before any dirt work to restore the location takes place, the reserve pit will be
completely dry and all cans, barrels, pipe, etc. will be removed. All disturbed areas will
be recontoured to the approximate natural contours to the satisfaction of the Authorized
Officer.
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The stockpiled topsoil will be evenly distributed over the disturbed areas. Prior to
reseeding, all disturbed areas, including the access roads, will be scarified and left with a
rough surface. Reseeding will be done in the Fall before ground frost.

A seed drill equipped with a regulator will be required. Seed will be drilled 1/4-1/2 inch
deep on the contour using a seed mixture specified by the Bureau of Land Management.

Where drilling is not possible a broadcast/rake method will be used doubling the seed
mixture.

11. Surface and Mineral Ownership: Surface ownership along the access road is federal and
surface ownership at the wellsite is federal.

12. Other Information: Stan Olmstead of the Bureau of Land Management, Vernal Field
Office, in Vernal, Utah will be notified at least 72-hours prior to commencement of both
construction and reclamation operations.

A Class III Cultural Resource Inventory has been completed and the report forwarded to
the Bureau of Land Management. If any cultural resources are found during
construction, all work will stop, and the Authorized Officer will be notified.

No chemicals subject to reporting under SARA Title III in an amount equal to or greater
than 10,000pounds will be used, produced, stored, transported, or disposed of annually
in association with the drilling of this well. Furthermore, no extremely hazardous
substances, as defined in 40 CFR 355, in threshold planning quantities, will be used,
produced, stored, transported, or disposed of in association with the drilling of this well.

13. Lessee's or Operators Representative and Certification:

G. T. Nimmo, Operations Manager, P. O. Box 458, Rock Springs, Wyoming 82902,
telephone number (307) 382-9791.
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Certification:

I hereby certify that I, or persons under my direct supervision, have inspected the
proposed drill site and access route, that I am familiar with the conditions which
currently exist, that the statements made in the plan area, to the best of my knowledge,
true and correct; and, that the work associated with the operations proposed herein will
be performed by Wexpro Company and its contractors and subcontractors in conformity
with this plan and the terms and conditions under whi it is approved. This statement is
subject to the provisions of 18 U.S.C. 1001 for the f mg of a false statement.

Date: ËÑ Name fr
G. T. Nimmo, Operations Manager



WEXPRO COMPANY FICURE #1
LOCATION LAYOUT FOR

ISLAND UNIT #47, #60, #59 & #57
SECTION 7, T10S, R20E, S.L.B,&M. Proposed Access
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WEXPRO COMPANY
TYPICAL CROSS SECTIONS FOR

x-section ISLAND UNIT #47, #60, #59 & #57scale SECTION 7, T10S, R20E, S.L.B.&M.
1" =

loo· SE 1/4 NE 1/4

DATE: 04-03-00
Drown By D.R.B.

STA. 4+15

75 25 35 100'

LOCA11av STA E Preconstruction

CUT
Grade

STA. 1+75

RECElVED
APR17 2000

10 90' 35 100'

DIVISIONOF
OIL,GAS AND MINING
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135 100°

rit¿

STA. 0+00

NOTE:
Topsoil should not be
Stripped Below Finished FICURE #Grade on Substructure Area.
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TOTAL CUT = 16,220 CU.YDS.
UINTAH ENGINEERING & LAND SURVEYING

FILL = 7,330 CU .YDS. ,, s, go, ,,,, . ,,..4 e,a ,447, . c,as,
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LEGEND: WEXPRO COMPANY
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PROPOSED LOCATION:
a ISLAND UNIT #47, #60,

o ß #59 & #57 . - . . .
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F

- 0.5 MI.+I-

SEEP RIDGE ROAD 6.9 MI. +I.

LEGEND: WEXPRO COMPANY
- - - - - - - - - - PROPOSED ACCESSROg N ISLAND UNITS #47, #60, #59 & #57

EXISTING ROAD SECTION 7, T10S, R20E, S.L.B.&M.
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UESTAR :..c UTS4145-0601

Tel 801 324 2600

Fax 801 324 2637

April 25, 2000

State of Utah
Department of Natural Resources
Division of Oil, Gas and Mining
P.O. Box 145801
Salt Lake City, UT 84114-5801

Attn.: Lisha Cordova

Re: Island Unit APD's
Uintah County, Utah

On April 14,2000, Wexpro Company resubmitted to the Bureau of Land Management (BLM), Utah
Office, Applications for Permit to Drill (APD's) for Island Unit Wells No. 47, 58, 59 and 60. From
our conversation on April 24, 2000, you informed me that these new locations are not in compliance
with Rule No. R649-3-11 of the Division's regulations dealing with directional drilling.

Listed below are the locations of the above referenced wells:

Well Location Lease Acres Ownership

Island Unit 47 SL: NE SE 7-10$-20E U-4486 1,353.33 Wexpro Company - 100%
BHL: NW SW 8-105-20E

Island Unit 58 SL: NE of Lot 4, 7-10S-20E U-4482 1,970.27 Wexpro Company - 100%
BHL: NW SE 7-10S-20E

Island Unit 59 SL: NE SE 7-10S-20E U-4482 1,970.27 Wexpro Company - 100%
BHL: SW NE 8-10S-20E

Island Unit 60 SL: NE SE 7-10S-20E U-4482 1,970.27 Wexpro Company - 100%
BHL: SE NE 8-10S-20E

RECElVED
MAYO1 2000

Official Natural Gar. Supplier to the DIVISIONOF
2002 Olympic Winter Games OIL,GAS AND
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I would like point out that all leases within the Island Unit Participating Area "A" in which these
wells are proposed to be drilled in, are fully committed to the Island Unit and are subject to the
Island Unit Agreement and Unit Operating Agreement. I would also like to point out that all acreage
within 460 ft of the directional path of these wells (surface location to bottom hole location), is
owned by Wexpro and does not require us to obtain the approval of other parties regarding our
intended operations.

At this time, Wexpro respectfully requests that the Division approve our APD's as submitted. Should
you have any questions, please call me at (801) 324-2611.

Sincerely,

WEXPRO COMPANY

David J. nn, Coordinator
Units a Joi t



Forms16ea SUBMITIN TRIPLICATE* Formapproved. / $ $Ô
(Dedemner,1990) (Other instructions on Budget Bureau No. IOOMl3

.- ÜNITED STATES
reverse side) Expires December 31, 1991

DEPARTMENT OF THE INTERIOR 5. LEASEDESIGNATION AND SERIALNO.

BUREAU OF LAND MANAGEMENT U-4482
6. IF INO!AN.ALLOTTEE OR TRIBE NAME

APPLICATION FOR PERMIT TO DRILL OR DEEPEN NA
la. TYPEOF WORK 7. UNIT AGREEMENT NAME

b. TYPE OF WELL
DRILL DEEPEN O ISLAND

OIL GAS SINGLE MULTIPLE s. FARM OR LEASE NAME. WELL NO.

WELL WELL OTHER ZONE ZONE

2. NAME OF OPERATOR ISLAND UNIT NO. 59
9. APlWELLNO.

WEXPRO COMPANY
3 ADDRESSANDTELEPHONENo. PENDING

10. FIELD AND POOLOR WILDCAT

P. O. BOX 458, ROCK SPRINGS, WY 82902 (307) 382-9791
4. LOCATIONOF WELL(Report location ciestly and in accordance withany State requirements.*) ISLAND UNIT

At surface 571' FEL, 2391 i FNL, SE NE 7-105-20E 11. SEC., T., R., M, OR BLK.
ANDSURVEY ORAREA

At proposed prod.zone 2200 i FEL, 1900 * FNL, SWNE 7-105-20E 7-105-20E
14. DISTANCEINMILESANDDIRECTION FROM NEAREST TÒWN OR POST OFFICE* 12. COUNTY OA PARISH 13. STATE

Approximately 20 miles southwest of Ouray, Utah UINTAH UTAH
15. DISTANCEFROMPROPOSED* 16. NO.OF ACRES IN LEASE 17 NO.OF ACRESAggit NED

LOCATION TO NEAREST TOTHISWELL
PROPERTY OR LEASE LINE,FT 5434' 1970.2
(Alsoto nearest drig. unit line, I any) NA

18. DISTANCEFROMPROPOSED LOCATION* 19. PROPOSED DEPTH 20 ROTARY OR CABLE TOOLS
TO NEAREST WELL DRILLING. COMPLETED
OR APPLIED FOR, óN THISLEASE,FT 1630' 7648' TVD Rotary

21. ELEVATIONS (Show wheiher DF, RT,GR.etc ) 22. APPROK DATEWORK WILL START*

5087' Upon aÿÿroval
23 PROPOSEDCASINGANDCEMENTlNGPROGRAM

SIZEOF HOLE GRADE,SIZEOF CASING WEIGHTPER FOOT SETTINGDEPTH QUANTITYOF CEMENT
12-1/4" 9-5/8", K-55 36# 300' Please refer to drilling plan
7-7/8" 4-1/2", N-80 11.6# 8,148' Please refer to drilling plan

Please refer to attached Drilling Plan for details.
RECElVED

Please be advised that Wexpro Company is considered to be the operator of the above well and is responsible
under the terms and conditions of the lease for the operationsconducteduponthe leased lands. Bond coverage DIVISIONis provided by Nationwide Bond No. SL67308873, BLM Bond No. ES0019. OF

OIL,GAS ANDMINING

RECE IVED

APR172003

IN ABOVE SPACE DESCRIBE P POSEDPROGRAM: If proposal is to deepen, give data on prosent productive zone andproposed newproductive zone. If proposal
is to drill or deepen directionally, give n bsurface locations and raensured and true vertical depths. Give blowout preventer program, if any.

24.

SIGNED TITLE
G. T. Nimmo, Operations Manager

DATE

(Ïillaspace forËederalor State oificeuse)

PERMIT NO. APPROVAL DATE

Application approvaldoes not warrant or cetifythattheapplicantholds legal or equitable titleto those rights in the subject lease which wouldentitletheapplicant toconductoperationsthelgon,
CONDiTIONS OF APPROVAL, IF ANY

AssistantFieldManager jg O$ 2
APPROVED BY E DATE

* See Instructions On Reverse Side

Title 18 U.S.C. Section 1001, makesit a crimefor any person knowingly and willittlly to make to anydepartment or agencyof the
United States any false, fictitious or fraudulent statementsor representations as to any matterwithin its
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Well No.: Island Unit#59

CONDITIONSOF APPROVAL
APPLICATIONFOR PERMITTO DRILL

Company/Operator: Wexpro Company

WellName &Number: Island Unit#59

API Number: 43-047-33478

Lease Number: U - 4482

Surface Location: SENE Sec. 07 T. 10S R. 20E

Down Hole Location: SWNE Sec. 07 T. 10S R. 20E

Agreement: Island Unit

NOTIFICATIONREQUIREMENTS

Location Construction - at least forty-eight (48) hours priorto constructionof location
and access roads.

Location Completion - prior to movingon the drillingrig.

Re-entry Notice - at least twenty-four(24) hours prior to re-entering the
wellbore.

BOP and Related - at least twenty-four(24) hours prior to initiating pressure

Equipment Tests tests.

First Production - withinfive(5) business days afternewwellbegins, or Notice
production resumes afterwellhas been offproduction for
more than ninety(90) days.

For more specificdetails on notificationrequirements,please checkthe ConditionsofApproval for

Notice to Drilland Surface Use
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WellNo.: Island Unit#59

CONDITIONSOF APPROVAL FOR NOTICETO DRILL

Approval of thisapplicationdoes not warrantorcertifythat the applicantholds legal or equitable
titleto those rights in the subjectlease whichwouldentitlethe applicant to conductoperations

thereon.

The operatoris fullyresponsiblefor the actions of his subcontractors. Alllease and/or unit

operations willbe conducted in such a manner thatfullcomplianceis madewithapplicable laws,

regulations (43 CFR 3100), Onshore Oil and Gas Orders, and the approvedplan of operations. A

copy ofthese conditionswillbe furnished the field representative to insure compliance.

Be aware fire restrictionsmay be in effectwhen location is being constructedand/or when wellis

being drilled. Contact the appropriate Surface ManagementAgencyfor information.

A. DRILLINGPROGRAM

1. Estimated Depthat Which Oil, Gas, Water, orOther MineralBearinq Zones are Expected

to be Encountered

Report U water shows and water-bearingsands to Tim Ingwell of thisofficeprior to

setting the next casing string or requesting plugging orders. Faxed copiesof State

ofUtah formOGC-8-X are acceptable. Ifnoticeablewater flows are detected, submit
samplesto thisofficealongwithany water analyses conducted.

Allusablewater and prospectively valuable minerals(as described by BLMat onsite)
encountered during drilling,willbe recorded by depth and adequatelyprotected.

2. Pressure Control Equipment

The BOP and related equipment shallmeetthe minimumrequirements ofOnshore Oiland

Gas Order No. 2 for equipment and testingrequirements, procedures, etc., for a W
system and individual components shall be operable as designed. Chart recorders shalf

be used for allpressure tests.

Test charts, withindividual test results identified, shall be maintained on location while

drillingand shall be made availableto a BLMrepresentative upon request.

Ifan aircompressor is on location and is being utilizedto provide air for the drillingmedium

whiledrilling,the special drillingrequirements in Onshore Oiland Gas Order No.2,

regarding air or gas drillingshallbe adhered to. Ifa mist system is being utilizedthenthe
requirement for a deduster shallbe waived.

3. CasingProgram and AuxiliaryEquipment

Surface casing shallhave centralizersonthe bottom threejoints,witha minimumof one
centralizerper
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Well No.: Island Unit#59

As a minimum,the usable water shall be isolated and/or protected by having a cement top

for the productioncasing at least 200 ft. abovethe base of the usable water zone,
identified at 3,113(MD) ft. Ifgilsonite is encountered whiledrilling, it shall be isolated

and/or protected via the cementingprogram.

4. Mud Program and CirculatingMedium

Hazardous substancesspecificallylisted by the EPA as a hazardous waste or
demonstrating a characteristicofa hazardous waste willnot be used in drilling, testing,or
completionoperations.

No chromate additiveswillbe used in the mudsystemon Federal and Indian lands without

prior BLMapprovalto ensure adequateprotection of fresh water aquifers.

5. Coring.LogginaandTesting Program

Daily drillingand completionprogress reports shallbe submitted to thisofficeon a weekly
basis.

AllDrillStem tests (DST) shallbe accomplishedduring daylight hours, unless specific
approval to start during other hours is obtained from the AO. However, DSTs may be

allowedto continueat night ifthe test was initiated during daylighthours and the rate of

flow is stabilizedand ifadequate lighting is available (i.e., lighting which is adequate for

visibilityand vaporprooffor safe operations). Packers can be released, but trippingshould

not begin before daylight unless prior approval is obtained from the AO.

A cementbond log (CBL)willbe run from the productioncasing shoe to the topof cement

and shall be utilized to determine the bond quality for the production casing. Submit a field

copy ofthe CBL to thisoffice.

Whether the well is completed as a dry hole or as a producer, "WellCompletion and
Recompletion Report and Log" (Form3160-4) willbe submitted not later than 30 days after
completionof the wellor aftercompletionof operations being performed, in accordance
with43 CFR 3164. One copy of all logs, core descriptions, core analyses, well-test

data, geologic summaries, sample description, and all other surveys or data

obtained and compiled during the drilling, workover, and/or completion
operatlons, will be filed with Form 3160-4. Samples (cuttings,fluids,and/orgases) will

be submittedwhen requested by the AO.

6. Notificationsof Operations

No location willbe constructed or moved, no wellwillbe plugged, and no drillingor
workoverequipmentwillbe removed froma wellto be placed in a suspended status
withoutprior approvaloftheAO. Ifoperationsare to be suspended, prior approvalof the
AO willbe obtained and notificationgiven before resumptionof
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Well No.: Island Unit#59

Operator shallreport production data to MMS pursuant to 30 CFR 216.5 using form
MMS/3160.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any other unusual
occurrences shall be promptly reported in accordance withthe requirements of NTL-3Aor

its revision.

Ifa replacement rig is contemplatedfor completionoperations, a "Sundry Notice" (Form

3160-5) to that effectwillbe filed, for priorapprovalof the AO, and allconditionsof this
approved plan are applicableduring alloperations conducted withthe replacement rig.

The date on which production is commenced or resumed willbe construed for oilwells as
the date on which liquid hydrocarbons are first sold or shippedfrom a temporarystorage
facility, such as a test tank,and for whicha run ticketis requiredto be generated or, the
date on which liquid hydrocarbons are first produced into a permanent storage facility,
whicheverfirst occurs; and, for gas wellsas the date on whichassociated liquid
hydrocarbons are first soldor shipped from a temporarystorage facility, such as a test
tank,and for whicha run ticket is requiredto be generated or, the date on whichgas is first

measured throughpermanent meteringfacilities,whicheverfirst occurs.

Should the well be successfullycompletedfor production, the AO willbe notifiedwhen the
wellis placed in a producing status. Such notificationwillbe sent by telegramor other
writtencommunication,not later thanfive (5) days followingthe date on whichthe well is

placed on production.

Gas produced from this wellmay not be vented or flared beyond an initial authorized test
period of30 days or 50 MMCFfollowingits completion,whicheveroccurs first, withoutthe
prior writtenapproval of the AuthorizedOfficer. Should gas be vented or flared without
approval beyond the authorizedtest period, the operator may be directed to shut-inthe
welluntilthe gas can be captured or approvalto continue ventingor flaring as uneconomic
is granted and the operator shall be requiredto compensatethe lessor for thatportion of
the gas vented or flared withoutapprovalwhich is determined to have been avoidablylost.

A schematic facilities diagram as requiredby 43 CFR 3162.7-5(d) shall be submitted to the
appropriate Field Office within60 days of installation or first production, whichever occurs
first. AIIsite securityregulationsas specified in Onshore Oil &Gas Order No. 3 shall be

adhered to. Allproduct lines enteringand leaving hydrocarbon storage tankswillbe

effectivelysealed in accordance with43 CFR 3162.7-5 (1).

No wellabandonment operations willbe commenced without the priorapprovalofthe AO.

In the case ofnewlydrilled dry holes or failures, and in emergencysituations,oral approval
willbe obtained from the AO. A "Subsequent Report of Abandonment"Form 3160-5, will
be filed withthe AO withinthirty(30) days followingcompletionofthe wellfor
abandonment.This reportwillindicate where plugs were placed and the currentstatus of
surfacerestoration. Final abandonmentwillnot be approved untilthe surfacereclamation
workrequired by the approved APD or approvedabandonment notice has been completed
to the satisfactionofthe AO or his representative, or the appropriate Surface Managing
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Well No.: Island Unit#59

7. Other Information

Allloading lines willbe placed inside the berm surroundingthe tankbattery.

Alloff-lease storage, off-leasemeasurement,or comminglingon-lease or off-leasewill
have prior writtenapprovalfrom the AO.

The oiland gas measurement facilities willbe installed onthe well location. The oiland gas
meters willbe calibrated in place prior to anydeliveries. Tests for meter accuracy willbe

conducted on initialmeter installations and at least quarterlythereafter. The AO willbe
provided witha date and timefor the initialmetercalibrationand all future meter proving
schedules. A copy of the metercalibrationreports willbe submittedto the Vernal District
Office. Allmeter measurement facilities willconformwith Onshore Oil &Gas Order No. 4

for liquid hydrocarbons and Onshore Oil & Gas Order No. 5 for natural gas measurement.

The use of materials under BLMjurisdictionwillconformto43 CFR 3610.2-3.

There willbe no deviation from the proposed drillingand/orworkoverprogram withoutprior

approvalfrom theAO. Safe drillingand operatingpractices must be observed. Allwells,
whether drilling, producing, suspended, or abandoned willbe identified in accordance with
43 CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) willbe filed for approval for all
changes ofplans and other operations in accordance with43 CFR 3162.3-2.

Section 102(b)(3) of the Federal Oil and Gas Royalty ManagementAct of 1982, as
implemented by the applicableprovisions of the operatingregulations at Title 43 CFR
3162.4-1(c), requires that"not later thanthe 5th business day after any well begins
production onwhichroyaltyis due anywhereon a lease site or allocatedto a lease site, or
resumes production in the case of a wellwhichhas been offproduction for more than 90
days, the operator shall notifythe authorizedofficerby letter or sundry notice, Form 3160-

5, or orallyto be followed by a letter or sundry notice, of the date onwhichsuch production

has begun or resumed."

Ifyou fail tocomplywiththis requirement in the manner and timeallowed,you shallbe
liable for a civilpenalty of up to $10,000per violationforeach day such violationcontinues,
not to exceeda maximumof20 days. See Section 109(c)(3) of the Federal Oil and Gas
RoyaltyManagement Actof 1982 and the implementing regulationsat Title 43 CFR 3162.4-

1(b)(5)(ii).

APDapprovalis validfor a period ofone (1) year from the signature date. Anextension
period maybe granted, if requested,priorto the expirationof the originalapproval
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WellNo.: Island Unit#59

In the eventafter-hoursapprovals are necessary, please contact one ofthe following
individuals:

Ed Forsman (435) 789-7077
Petroleum Engineer

Jerry Kenczka (435) 781-1190
Petroleum Engineer

BLMFAXMachine (435)
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Well No.: Island Unit#59

EPA'S LIST OF NONEXEMPT EXPLORATIONAND PRODUCTIONWASTES

While the followingwastes are nonexempt,theyare not necessarily hazardous.

Unused fracturing fluids or acids

Gas plant coolingtowercleaningwastes

Painting wastes
Oil and gas service companywastes,such as emptydrums, drum rinsate, vacuumtruckrinsate,
sandblast media, painting wastes, spend solvents, spilledchemicals, and waste acids

Vacuum truckanddrum rinsate from trucksanddrums, transportingor containingnonexempt
waste
Refinery wastes
Liquidand solidwastes generated by crude oiland tankbottom reclaimers

Used equipmentlubrication oils

Waste compressoroil,filters, and blowdown

Used hydraulic fluids

Waste solvents
Waste in transportationpipeline-related pits

Caustic or acid cleaners
Boiler cleaningwastes

Boiler refractorybricks

Incinerator ash
Laboratory wastes
Sanitary wastes
Pesticide wastes
Radioactive tracer wastes

Drums, insulation and miscellaneous
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Well No.: Island Unit#59

SURFACE USE PROGRAM
Conditions of Approval (COA)

Location ofExisting and/orProposed Facilities

The materialfor constructionof the containmentdike around the tank battery shall be non-
permeable subsoils and at no timeshall topsoils be used for thisconstruction.

Ifa pipeline is requested for this location additionalauthorizationwillbe necessary.

Construction of the location and access road shall not block drainages.

Methods for Handlinq Water Disposal

The reserve pit shall be lined accordingtoVernal Field Office standards unless an authorized
officerof the Field Office determines a liner is not required.

Plans For Reclamation Of Location

Allseedingfor reclamationoperations at this location shall use the following seed mixture:

fourwing saltbush Atriplexcanescens 4 Ibslacre
squirreltailgrass Sitanion hystix 2 lbs/acre
gardner saltbush Atriplexgardneri 3 lbs/acre
shadscale Atriplexconfertifolia 3 lbs/acre

The seed mixtureshall be drilled but ifthe seed mixtureis to be aeriallybroadcasted, the pounds

per acre shall be doubled. Allseed poundages are in Pure Live Seed.

Immediately after constructionthe stockpiledtopsoilwillbe seeded and the seed workedinto the
soilby "walking"the pile withcaterpillar
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Form 3160-5

(June 1990) FORM APPROVED

UNITED STATES Budget Bureau No. 1004-0135

DEPARTMENT OF THE INTERIOR Expires. March 31, 1993

BUREAU OF LAND MANAGEMENT 5. LEASE DESIGNATION AND SERIAL NO.
U-4482

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN,ALLOTTEE OR TRIBE NAME

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.

Use "APPLICATION FOR PERMIT -" for such proposals NA
7. IF UNIT OR CA, AGREEMENTDESIGNATION

SUBMIT IN TRIPLICATE
1. TYPE OF WELL ISLAND

OIL GAS 8. WELL NAME AND NO.
WELL WELL OTHER

2. NAME OF OPERATOR ISLAND UNIT WELL NO. 59
WEXPRO COMPANY 9. API WELL NO.

3. ADDRESS AND TELEPHONE NO.
43-047-PENBIN --15 f

P. O. BOX 458, ROCK SPRINGS, WY 82902 (307) 382-9791 10. FIELD AND POOL, OR EXPLORATORY AREA

4. LOCATION OF WELL (FOOTAGE, SEC., T., R., M., OR SURVEY DESCRIPTION) ISLAND
11. COUNTY OR PARISH, STATE

571' FEL, 2391' FNL, SE NE 7-10S-20E (Surface Location)
2200' FEL, 1900' FNL, SW NE 7-10S-20E (Bottom Hole Location) UINTAH COUNTY, UTAH

12. CHECK APPROPRIATEBOX(S) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of intent Abandonment Change in Plans

Recompletion NewConstruction

Subsequent Report Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to injection

Other Well History Dispose Water

(Note Report muults of multiple90mpleuen on Well
completionor Recompleuon Report and Logfann.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinentdates, including estimated date of starting any proposed work. Ifwell is directionally drilled, give

subsurface locations and measured and true vertical depths for all markers and zones pertinentto this work )*

The above well was spud on 06/24/00 at 10:00 am. Attached is the detailed casing report for the 9-5/8" casing run on 06/24/00.
Current operation is waiting on drilling rig.

RECEIVED
JULO3 2000
DIVISION OF

OIL, GAS AND MINING

14. I hereby certify t rue and correct
G. T. NIMMO, Operations Manager June 27, 2000

Signed Title Date

(This space for Federal or State officeuse)

Approved by Title Date
Conditions of approval, if any:

Title 16 U.S. C. Section 1001, makes it a crimefor any person knowingly and willfullyto make to any department or agency of the United States any false, fictitious or fraudulent statements or

representations as to any matter within its jurisdiction.
*See Instruction on Reverse



0 WEXPRO/CELSIUS RGY COMPANY
CASING& CE T REPORT

WELL NAME ISLAND UNIT#59 W,0.# 50525 DATE: June 26, 2000

SEC: 8 TWP 108 RANGE: 20E COUNTY: UINTAM STATE: UTAHEPTH OF HOLE 335 SIZE: 12 1/4 DRILLINGFOREMAN TOMMY VAUGHNSURFACE ELEV: 4,972.00 ROTARY KBHEIGHT (c+d) 12.00 KB ELEV : 4.984.00

CASING DETAIL

DESCRIPTIONTOP TO BOTTOM:
{lncludewellhead equipment that is below G. L.) LF..NGIB

1 9 5/8"x 11" WO (C.22 PROFILE)CASINGHEAD 1 001 JOINT 9 5/8", 36 LBIFT,J-55.8 RDTHD,ST&C 44 455 JOINTS 9 5/8", 36 LB/FT,J-56, 8 RDTHD,ST& C 235 551 DIFFERENTIALFILL FLOATBAFFLE(WEATHERFORD)
1 JOINT 9 5/8", 36 LB/FT, J-55, 8 ROTHO,ST& C 47 451 9 S/8"GUIDESHOE RTHERFORD)

1 00

SPUD 6.24-2000 AT 10:00 A.M. BY BILL JR.'S RATHOLE

(A) TOTALLENGTH 329 45(A) TOTAL LENGTHCEMENTED 329.45
(B) TOP OF CSG.FLANGETO G.L.
(C) GROUND LEVEL TO TOP OF ROTARY TABLE 11.00
(D) ROTARY TABLE TO TOP OF KELLYBUSHINGS 1.00

A+B+C+D) CASINGLANDEDA 341.46 FT. KBM

CENTRALIZERSAT: 320 280
233 44

CASING LEFTON RACKS jts.
jts.
jts.

CEMENT DETAIL

FIRST STAGE:

420 Gal. ( water / ) @ 8.30 lb/gal CEMENTED wl 177 sks of CLASS "G"
wîth 3% S-1 and 1/4 #lsk cellophane
YIELD: 1.15 eu. Ft/sx WT: 15.80 /gal TAILED in sks of

with
YlELD: cu. Ft/sx WT: b/gal DISPLACED bpm w/ 22,5 bbis ( water / )BUMPPLUG( Y / ) FINALPUMP PRESS. 750 psi FLOATEQUIP. ( did / ) HOLD
CIRCULATED CASING hr (s) CASING ( / RECIPROCATED)
CALCULATED CMT. TOP: SURFACE EMENT IN PIACE 16:00 ( / pm )

Circulated 4 bbis cement to pit. Full retums throughout.cementingwitnessed by
JAMIESapper withVemal, Ut Bumau of Land Management office.

R2iCEIVED SECONDSTAGE

Gal. ( water / mud flush ) @ lb/gal CEMENTED w/ sks of

ELD: cu. Ft/sx WT: /gal TAILED in sks of

YIELD: cu. Ft/sx WT: b/gal DISPLACED .bpm w/ bbis ( water / mud )DIVISION OF BUMP PLUG ( Y / N ) FINAL PUMP PRESS. psi FLOAT EQUIP. ( did / didn't ) HOLD

Ott GAS AND MINING CIRCULATED CASING hr(s) CASING ( ROTATED/RECIPROCATED)
CALCULATED CMT. TOP EMENT IN PLACE ( am / pm )



JUN28-2000 THU lU:2b An UlL, GAS& NINING FAXNO.80 359 3940 P. 02/03

STATE OF UTAH
' FORM6

DEPARTMENT OF NATURAL RESOURGES
DIVISION OF OIL, GAS AND MINING

ENTITY ACTION FORM

Operator: Wexpro Company Operator Account Number: N 1070

Address_ P. O. Box 458

Rock Sprines, WY 82902
Phone Number; (307) 382-9791

Wo!!1 -

API Number Well Name úQ Seo. Twp Rng County

43-047-33475 Island Unit Well No. 47 SE NE 7
. 108 20E Uintall

Action Code Current Entity Ñew¾ntity Spud Date Entity Aasignment
Nufnber Nurther Effective Date

B 99999 1060 06 22/00
Comments: ,dd p yp g

well2
API Number Well Name 00 . S 4 Rng - .OGunty

43-047-33476
.

Island Unit Well No. 57 SE NE 7 los 20E Uintah .

.
Non Code Current Eigity No Entity ud tp Entity Assi pment

Num¾er N hõr .'Effettivo Date

Comments: pço
JULO3 2000
DIVISIONOF

wetis OIL,GAS AND MININ 3
i Number

.
Wcillhanio Suo Róg .. County

43-047--33478 Island Unit Well No. 59 SE NE 7 108 20E Hinta.h .. .--

8 99999 1060 06/24/00
Comments: O O 7 o &

ACTIONCODES:
A - Estabilsh new entity for new well (single wellonly) G . T . g
B - Add new well to existing entity (groupor unit well) P

C - ass¡gn well from one existingentityto another existing entity

D - Ro.assign well from one existing entity to a nowentity ignature

E . Other (Explain in 'comments' section) erat ions



Form3160-5 14ECEIVE
(,iune 1990) FORM APPROVED

UNITED STATES BudgetBureauNo 1004-0135
DEPARTMENT OF THE INTERIOR AQQj 4 2000 Expires. March 31, 1993
BUREAU OF LAND MANAGEMENT 5. LEASE DESIGNATION AND SERIAL NO

DIVISION OF U-4486, U-4482, U-4482, U-4482
SUNDRY NOTICES AND REPORTS ON WER GAS AND MINI 6. IF INDIAN,ALLOTTEE OR TRIBE NAME

Do not use this form for proposals to drill or to deepen or reentry t'o a different rese r.
Use "APPLICATION FOR PERMIT -" for such proposals NA

7. IF UNIT OR CA. AGREEMENT DESIGNATION

SUBMIT IN TRIPLICATE
1. TYPE OF WELL ISLAND

OIL GAS 8. WELLNAME AND NO
WELL WELL OTHER ISLAND PAD NO. 10

2. NAME OF OPERATOR ISLAND UNi l NO. 47, 57, 59, 60
WEXPRO COMPANY 9. APIWELL NO. 434)47-

3. ADDRESS AND TELEPHONE NO 33475, 33476, 33478, 33479
P. O. BOX 458, ROCK SPRINGS, WY 82902 (307) 382-9791 10. FIELD AND POOL. OR EXPLORATORY AREA

4. LOCATION OF WELL (FOOTAGE. SEC., T.. R., M., OR SURVEY DESCRIPTION) ISLAND
11. COUNTY OR PARISH, STATE

SE NE 7-10S-20E (Surface Location)
UINTAH COUNTY, UTAH

12. CHECK APPROPRIATEBOX(S) TO INDICATE NATURE OF NOTICE, REPORT, Oli OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change in Plans

Recompletion New Construction

Subsequent Report Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection

Other 1NSTALLFACILITIES DisposeWater

(Note. Report resuas ofmuniplecompletionon Well
Completion or Recompletion Report and L,ogform.)

13. Describe Proposed or Completed Operations (Clearly state allpertinent details, and give pertinent dates, including estimated date of starting any proposed work. Ifwell is directionally drilled, give
subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Wexpro Company proposes to install production facilities at the above location to accommodate the newly drilled wells of
Island Unit Nos. 47, 57, 59 and 60. Wexpro will be installed a 6' X 6' culvert pit as a water tank drain on the production tank.
Please refer to the attached schematic. The pit will have an earthen bottom and an expanded metal lid. The culvert pit will be
regularly maintained so that water drained from the production tank does not overflow.

The tanks on location will be surrounded by a containment dike of sufficient capacity to contain, at a minimum, the entire
contents of the largest tank within the facility. Soil used to construct the containment dike shall not be taken from existing
topsoil stdekpiles. The culvert pit will be located within the berm of the production tanks. A berm will also be placed around
the blowdown tank and will be large enough to contain the contents of the blowdown tank.

All excess produced water will be collected and hauled by tank truck to the Ace Disposal Pit which is approved by the
State of Utah.

14 i hereb ng is t nd correct

G. T. Nimmo, Operations Manager August 8, 2000
Signed Title Date

(This space for Federal or State office use)

Approved by Title Date
Conditions of approval, if any

Accepted N -

Title 18 U.8 C Section 1001, makes it a crime for any person knowingly and willfullyto make to any department or agency of the United States I et at te or

e FORRECORD
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WEXPRO COMPANY
LOCATION LAYOUT FOR

ISLAND UNIT g47, g60, #59 & #57
SECTION 7, T10S, R20E, S.L.8.&M. Proposed Access

SE 1/4 NE 1/4 Rood

C-5.0 F-Z6' ',"j'°usF-12.9'
El 712 ----

/ El 60 6 77
, El 55 J'

DSACALE:O 600 6 .

Sto. 4+ 15
Orawn By D.R.B. 135°

Round Corners
Un9 as needed Existing

ainage Drainage
3-'/ÓO

EL.AR[ P/T k S
Ma. 100' kom

---

ry substructwe APPROX.
MA. Jo' kom to TOE OFreserm pit rence

F/LL SLOPE

C- J.4 C- 7 s --- oroinage
L/TR

L PE

E71.6

C-1.7'
C-5.1' s. es.«

75

--

MUOSHEO ¯¯

TGt.ET Q
HOPPER

Sta. 0+SO
arsene pris - TAT'f-

- (ts' De p) -
FUEL ff;p','.1

TRASH STORAGE
Tola/ Pil Capacity TANK
W// of Freeboord
= 15.880 ßb/s. ± 90'
Total Pit volume i
- 4..72o ce ra' C- 19.8'

a 0+00

C- 1.5 F-2.2' E-2 2'E/ 69 7' gy gg O'
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6'x6' Culvert Water Drain Pit
The 6'X 6' culvert pit is used to drain water accumulations off the oil tank only.

E×panded Metal Top

6'

2" Water Drain Line
From Condensate Ta

18"x18" Hin in

6'

Expanded Metal Cover

I -

2" Drain Line From Condensate Tan ts 1'
Ground Level

6' 5'

Earth



Form 3160-5

(June 1990) FORM APPROVED

UNITED STATES BudgetBureauNo.1004-0135

DEPARTMENT OF THE INTERIOR Expires March31, 1993

BUREAU OF LAND MANAGEMENT s. LEASE DESIGNATION AND SERIAL NO.
U-4482

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN,ALLOTTEE OR TRIBE NAME

Do not use this form for proposals to dritt or to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT -•• for such proposals NA

7. IF UNIT OR CA, AGREEMENT DESIGNATION

SUBMIT IN TRIPLICATE
1. TYPEOFWELL ISLAND

OîL GAS 8. WELL NAME AND NO.
WELL WELL OTHER

2. NAME OF OPERATOR ISLAND UNil NU. 59
WEXPRO COMPANY e. APiwatt No.

3. ADDRESS AND TELEPHONE NO. 43-047-33478
P. O. BOX 458, ROCK SPRINGS, WY 82902 (307) 382-9791 10. FIELD AND #OOL, OR EXPLORATORY AREA

4. LOCATION OF WELL (FOOTAGE, SEC., T., R., M., OR SURVEY DESCRIPTION) ISLAND
11. COUNTY OR PARISH, STATE

571' FEL, 2391' FNL, NE SE 7-10S-20E (Surface Location)
2200' FEL, 1900' FNL, SW NE 7-105-20E (Bottom Hole Location) UINTAH COUNTY, UTAH

92. CHECK APPROPRIATEBOX(S) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abendonment Change in Plans

Recompletion New Construction

Subsequent Report Plugging Back Non-Routine Fracturin0

Casing Repair Water Shut.Off

Final Abandonment Notice Altering Casing Conversionto frijection

Other Well History OtsposeWater

13. Describe Proposed or CompletedOperations(Clearlystate all pertinent details, and give pertinent dates, includingestimated date of startingany proposed work. Ifwellis directionally drilled, give
subsurface locations and measured and true vertical depths for allmarkers and zones pertinent tothiswork.)*

Attached are the detailed drilling reports for the above well.

RECEIVED
AU623 2000
DIVISION OF

OIL,GAS AND MINING

14. I hereby certify that the and rrect

G. T. Nimmo, Operations Manager August 21, 2000
Signed Title Date

(This space for Federal or State office use)

Approved by Title Date
Conditions of approval, ifany:

Title 18 U.S. C. Section 1001, makes it a crimefor any person knowingly and willfullyto make to any department or agency of the United States any falso, fictitious or fraudulent statements or

representations as to any matter within its jurisdiction.
*See Instruction on Reverse
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ISLANDUNIT NO. 59

Island Unit No. 59 API No: 43-047-033478
Wexpro Company Lease No: U-4482
571' FEL, 2391' FNL (Surface) Pojected Depth: 7648' TVD (8148' MD)
SE NE 7-10S-20E Gmund Elevation: 4970'
2200' FEL, 1900' FNL (Target) KB Elevation: 4984' _+

SW NE 7-T10S-R20E
Uintah County, Utah

Diilling Contractor: True Drilling Rig No. 27

8/7/00
W.O.trucks to skid rig to Island Unit #59. Will Move today.Daily cost: $0.Cumulative: $0. Gary Ronholdt

8/8/00: Day 1
Will break tower at 7 am in the Uintah formation at 341 ft. 2 hrs - moving mud pumps to skid rig. 8 hrs - W.O. cat
to move rig. 4 hrs - skidding rig and RU. 2 hrs - NU BOP; will break tower on 8/8/00 at 7 am. T. Vaughn

8/9/00: Day 2
TOH in the Green River formation at 1480 ft. Drilled 1139' in 15hrs. MW:8.4 VIS:27 WL:9.5. 5 ½ hrs - RU and
test BOP w/Double Jack. I hr - PU BHA. 1 ½ hrs - drilling cement and shoe. ½ hr - shoe test to 11.0 equiv. 1 hr -

surveyed. T. Vaughn

8/10/00: Day 3
Drilling in the Bird's Nest formation at 2490 ft. Drilled 1010' in 19½ hrs. MW:8.4 VIS:27 WL:11.5. 1 ½ hrs - trip
out, LD DC's. ½ hr - change BHA. 1 hr - slip and out DL and service rig. 1 ½ hrs - R H, PU 6 jtsDP.

DEPTH INC AZM DEPTH INC AZM DEPTH INC AZM
825' 1.0 116.0 1945' 3.9 283.4 2227' 11.9 284.8
1312' l.0 275.0 1977' 4.7 285.5 2259' 12.8 286.2
1445' 0.5 61.9 2009' 5.8 288.3 2288' 14.2 285.5
1757 0.6 98.5 2041' 6.7 287.6 2319' 15.4 285.5
1789' 0.3 96.3 - 2073' 7.5 286.9 2351' 16.7 286.2
1820' 0.4 254.5 2103' 8.3 284.1 2382' 17.5 284.8
1851' l.5 263.7 2134' 9.5 283.4 2414' 18.3 284.1
1883' 2.5 269.3 2165' 10.5 284.1 - - -

1914' 3.3 274.9 2196' 11.2 283.8 - - -

T. Vaughn

RECEIVED
AUG23 2000
DIVISION OF

OIL,GAS AND
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ISLAND UNIT NO. 59

8/11/00: Day 4
Dri ling in the Bird's Nest ormation a 3550 ft. D illed 1060' n 24 hrs. MW:8.4 VIE:27 WL:11.5.

DEPTH INC AZM DEPTH INC AZM DEPTH INC AZM
2445' 19.4 284.1 2727' 28.9 290.4 3009' 38.4 289.0
2475' 20.3 284.1 2758' 29.0 288.6 3040' 39.9 289.0
2508' 21.2 285.5 2789' 29.5 289.0 3072' 40.9 289.0
2539' 22.1 286.2¯ 2820' 30.2¯ 289.0 3103' 40.9 289.0
2570' 23.2 289.0 2851' 31.5 291.1 3135' 40.8 287.6
2601' 24.5 289.7 2882' 31.5 291.1 3228' 41.5 286.9
2633' 26.0 290.4 2914' 35.0 289.7 3289' 41.5 286.9
2665' 27.4 291.1 2945' 36.8 289.7 3352' 41.1 285.5
2696' 28.3 291.1 2977' 37.9 289.0 3414' 40.1 284.1

T. Vaughn

8/12/00: Day 5
Drilling in the Wasatch formation at 4400 ft. Drilled 850' in 23 ½ hrs. MW:8.4 VIS:27 WL:10.5. ½ hr - service rig
and function test BOP.

DEPTH INC AZM DEPTH INC AZM DEPTH INC AZM
3508' 39.3 284.1 3850' 40.3 286.2 4228' 37.3 285.5
3570' 39.6 282.7 3945' 39.0 285.5 4291' 36.7 284.5
3632' 39.9 283.4 4008' 40.2 287.6 4322' 38.1 285.5
3694' 40.0 284.8 4072' 39.5 286.9 - - -

3788' 40.8 286.7 4165' 38.0 286.2 - - -

T. Vaughn

8/13/00: Day 6
Drilling in the Wasatch formation at 5160 ft. Drilled 760' in 18hrs. MW:8.4 VIS:27 WL:10. ½ hr - service rig and
function test BOP. 1 ½ hrs - TIH.

DEPTH INC AZM DEPTH INC AZM DEPTH INC AZM
4352' 38.7 285.1 4571' 33.4 284.1 4883' 24.7 286.9
4383' 38.8 268.3 4635' 31.6 284.8 4946' 23.3 289.7
4413' 37.7 289.7 4696' 29.2 286.2 4977' 22.9 289.0
4444' 37.1 287.6 4758' 27.5 287.6 5039' 21.1 289.0
4507' 35.6 288.3 4821' 26.0 289.0 - - -

T. Vaughn

2 RECEIVED
AUS23 2000
DIVISION OF

OIL,GAS AND
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ISLAND UNIT NO. 59

8/14/00: Day 7
Drilling in the Wasatch formation at 6030 ft. Drilled 870' in 23 ½ hrs. MW:8.4 VIS:27 WL:10.5. ½ hr -.service rig
and function test BOP.

DEPTH INC AZM DEPTH INC AZM DEPTH INC AZM
5101' 18.8 289.0 5316' 15.2 285.5 5627' 3.6 287.6
5132' 18.0 288.3 5378' 13.4 291.1 5690' 1.1 277.8
5162' 17.6 285.5 5439' 10.6 293.1 5751' 1.1 265.8
5193' 16.7 284.1 5501' 8.4 296.7 5814' 0.7 239.1
5255' 15.6 282.7 5564' 6.1 290.1 5938' 0.7 207.4

T. Vaughn

8/15/00: Day 8
Drilling in the Wasatch formation at 6565 ft. Drilled 535' in 13 hrs. MW:8.5 VIS:27 WL:10. ½ hr - service rig,
function test BOP and held BOP drill. I hr - checking press loss, pump brine pill to stop water flow. 5 hrs - POH
looking for hole in pipe, 37 stands down, 6" below box. LD 13bad jts of 16.60 E-pipe. 1hr - change out motor and
LD UBHO, RD Anadrill. 2 ½ hrs - TIH, PU 13jts of 16.60 DP. Surveys: 1.1°at 6062', 1.2°at 6188' and 1.4°at
6390'. T. Vaughn

8/16/00: Day 9
Drilling in the Wasatch formation at 7310 ft. Drilled 745' in 22 hrs. MW:8.5 VIS:27 WL:10.5. ½ hr - service rig.
function test BOP. ½ hr - survey at 6937' 1-3/4°. 1 hr - change out rotary control value. T. Vaughn

8/17/00: Day 10
Drilling in the Wasatch formation at 7760 ft. Drilled 450' in 23 ½ hrs. MW:8.8 VIS:27 WL:10.5. ½ hr - surveyed.
Surveys: 1-3/4° at 6937' and 2° at 7425'. T. Vaughn

8/18/00: Day 11
Drilling in the Wasatch formation at 8054 ft. Drilled 294' in 23 hrs. MW:9.2 VIS:38 WL:10.5. ½ hr - serviced rig.
½ hr - change mud over and build volume. T. Vaughn

8/19/00: Day 13
RD in the Wasatch formation at 8194 ft. MW:8.4 VIS:27 WL:9.5. 1 ½ hrs - TIH to condition. 4 hrs - cire and cond
hole. 5 ½ hrs - held pre job safety meeting and pump pill and LD DP. 7 hrs - RU and running 4 ½ " casing. 1 hr -

RU cement lines and circ. 3 hrs - cement 4.5 casing w/60 bbls cement returns and bump plug and RD Dowell. 2 hrs -

ND and set slips and cleaning mud tanks. T. Vaughn

RECEIVED
3

AU623 2000
DIVISION OF

OIL,GAS AND
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ISLANDUNITNO. 59

Island Unit No. 59 API No: 43-047-033478
Wexpro Company Lease No: U-4482
571' FEL, 2391' FNL (Surface) Projected Depth: 7648' TVD (8148' MD)
SE NE 7-10S-20E Ground Elevation: 4970'
2200' FEL, 1900' FNL (Target) KB Elevation: 4984' _+

-

SW NE 7-T10S-R20E
Uintah County, Utah

Drilling Contractor: True Drilling Rig No. 27

8/7/00
W.O.trucks to skid rig to Island Unit #59. Will Move today.Daily cost: $0.Cumulative: $0. Gary Ronholdt

8/8/00: Day 1
Will break tower at 7 am in the Uintah formation at 341 ft. 2 hrs - moving mud pumps to skid rig. 8 hrs - W.O. cat
to move rig. 4 hrs - skidding rig and RU. 2 hrs - NU BOP; will break tower on 8/8/00 at 7 am. T. Vaughn

8/9/00: Day 2
TOH in the Green River formation at 1480 ft. Drilled 1139' in 15 hrs. MW:8.4 VIS:27 WL:9.5. 5 ½ hrs - RU and
test BOP w/Double Jack. 1 hr - PU BHA. 1 ½ hrs - drilling cement and shoe. ½ hr - shoe test to l1.0 equiv. 1 hr -

surveyed. T. Vaughn

8/10/00: Day 3
Drilling in the Bird's Nest formation at 2490 ft. Drilled 1010' in 19½ hrs. MW:8.4 VIS:27 WL:11.5. 1 ½ hrs - trip
out LD DC's. ½ hr - change BHA. 1 I r - slip and out DL and service rig. 1 ½ hrs - R H, PU 6 jtsDP.

DEPTH INC AZM DEPTH INC AZM DEPTH INC AZM

825' l.0 116.0 1945' 3.9 283.4 2227' l 1.9 284.8

1312' 1.0 275.0 1977' 4.7 285.5 2259' 12.8 286.2

1445' 0.5 61.9 2009' 5.8 288.3 2288' 14.2 285.5
1757' 0.6 98.5 2041' 6.7 287.6 2319' 15.4 285.5
1789' 0.3 96.3 - 2073' 7.5 286.9 2351' 16.7 286.2
1820' 0.4 254.5 2103' 8.3 284.1 2382' 17.5 284.8

1851' l.5 263.7 2134' 9.5 283.4 2414' 18.3 284.1

1883' 2.5 269.3 2165' 10.5 284.1 - - -

1914' 3.3 274.9 2196' 11.2 283.8 - - -

T. Vaughn

RECEIVED
AUS23 2000
DIVISION OF

OIL, GAS AND
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ISLAND UNIT NO. 59

8/11/00: Day 4
Dri ling in the Bird's Nest ormation et 3550 ft. D illed 1060' n 24 hrs. MW:8.4 VIS:27 WL:11.5.

DEPTH INC AZM DEPTH INC AZM DEPTH INC AZM
2445' 19.4 284.1 2727' 28.9 290.4 3009' 38.4 289.0
2475' 20.3 284.1 2758' 29.0 288.6 3040' 39.9 289.0
2508' 21.2 285.5 2789' 29.5 289.0 3072' 40.9 289.0
2539' 22.1 286.2 2820' 30.2 289.0 3103' 40.9 289.0
2570' 23.2 289.0 2851' 31.5 291.1 3135' 40.8 287.6
2601' 24.5 289.7 2882' 31.5 291.1 3228' 41.5 286.9
2633' 26.0 290.4 2914' 35.0 289.7 3289' 41.5 286.9
2665' 27.4 291.1 2945' 36.8 289.7 3352' 41.1 285.5
2696' 28.3 291.1 2977' 37.9 289.0 3414' 40.1 284.1

T. Vaughn

8/12/00: Day 5
Drilling in the Wasatch formation at 4400 ft Drilled 850' in 23 ½ hrs. MW:8.4 VIS:27 WL:10.5. ½ hr - service rig
and function test BOP.

DEPTH INC AZM DEPTH INC AZM DEPTH INC AZM
3508' 39.3 284.1 3850' 40.3 286.2 4228' 37.3 285.5
3570' 39.6 282.7 3945' 39.0 285.5 4291' 36.7 284.5

3632' 39.9 283.4 4008' 40.2 287.6 4322' 38.1 285.5
3694' 40.0 284.8 4072' 39.5 286.9 - - -

3788' 40.8 286.7 4165' 38.0 286.2 - - -

T. Vaughn

8/13/00: Day 6
Drilling in the Wasatch formation at 5160 ft Drilled 760' in 18hrs. MW:8.4 VIS:27 WL:10. ½ hr - service rig and
function test BOP. 1 ½ hrs - TIH.

DEPTH INC AZM DEPTH INC AZM DEPTH INC AZM
4352' 38.7 285.1 4571' 33.4 284.1 4883' 24.7 286.9
4383' 38.8 268.3 4635' 31.6 284.8 4946' 23.3 289.7
4413' 37.7 289.7 4696' 29.2 286.2 4977' 22.9 289.0
4444' 37.1 287.6 4758' 27.5 287.6 5039' 21.1 289.0
4507' 35.6 288.3 4821' 26.0 289.0 - - -

T. Vaughn

RECEIVED
2

AU623 2000
DIVISION OF

OIL,GAS AND
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ISLAND UNIT NO. 59

8/14/00: Day 7
Drilling in the Wasatch formation at 6030 ft. Drilled 870' in 23 ½ hrs. MW:8.4 VIS:27 WL:10.5. ½hr - service rig
and function test BOP.

DEPTH INC AZM DEPTH INC AZM DEPTH INC AZM
5101' 18.8 289.0 5316' 15.2 285.5 5627' 3.6 287.6
5132' 18.0 288.3 5378' 13.4 291.1 5690' 1.1 277.8
5162' 17.6 285.5 5439' 10.6 293.1 5751' 1.1 265.8
5193' 16.7 284.1 5501' 8.4 296.7 5814' 0.7 239.1
5255' 15.6 282.7 5564' 6.1 290.1 5938' 0.7 207.4

T. Vaughn

8/15/00: Day 8
Drilling in the Wasatch formation at 6565 ft. Drilled 535' in 13 hrs. MW:8.5 VIS:27 WL:10. ½ hr - service rig,
function test BOP and held BOP drill. 1 hr - checking press loss, pump brine pill to stopwater flow. 5 hrs - POH
looking for hole in pipe, 37 stands down, 6" below box. LD 13badjts of 16.60E-pipe. 1hr - change out motor and
LD UBHO, RD Anadrill. 2 ½ hrs - TIH, PU 13jts of 16.60 DP. Surveys: 1.l° at 6062', 1.2°at 6188' and 1.4° at
6390'. T. Vaughn

8/16/00: Day 9
Drilling in the Wasatch formation at 7310 ft. Drilled 745' in 22 hrs. MW:8.5 VIS:27 WL:10.5. ½ hr - service rig,
function test BOP. ½ hr - survey at 6937' 1-3/4°. I hr - change out rotary control value. T. Vaughn

8/17/00: Day 10
Drilling in the Wasatch formation at 7760 ft. Drilled 450' in 23 ½ hrs. MW:8.8 VIS:27 WL:10.5. ½ hr - surveyed.
Surveys: 1-3/4°at 6937' and 2° at 7425'. T. Vaughn

8/18/00: Day 11
Drilling in the Wasatch formation at 8054 ft. Drilled 294' in 23 hrs. MW:9.2 VIS:38 WL:10.5. ½ hr - serviced rig.
½ hr - change mud over and build volume. T. Vaughn

8/19/00: Day 13
RD in the Wasatch formation at 8194 ft MW:8.4 VIS:27 WL:9.5. 1 ½ hrs - TIH to condition. 4 hrs - cire and cond
hole. 5 ½ hrs - held pre job safety meeting and pump pill and LD DP. 7 hrs - RU and running 4 ½ " casing. 1 hr -

RU cement lines and cire. 3 hrs - cement 4.5 casing w/60 bbls cement returns and bump plug and RD Dowell. 2 hrs -

ND and set slips and cleaning mud tanks. T. Vaughn

3 RECEIVED
AU623 2000
DIVISION OF

OIL,GAS AND



Fonn 3160-4 Form approved

(November 1983) UNIT -- STATES Budget Bureau No 1004-0137

DEPARTMENT OF THE INTERIOR ExpiresAugust31,1985

BUREAU OF LAND MANAGEMENT
5 LEASE DESIGNATION AND SERIAL NO

WELL COMPLETION OR RECOMPLETION REPORT AND LOG U-4482
6 IF INDIAN. ALLOTTEEOR TRIBE NAME

1a TYPE OF WELL OIL GAS DRY OTHER

WELL WEL.L.
7 UNIT AGREEMENTNAME

b. TYPE OF COMPLETION.
ISLAND

NFW WORK DEEP- PLUG OlFF OTHER 8. FARMOR LEASE NAME.

WELL OVER EN BACK RESVR. ISLAND UNIT
2. NAME OF OPERATOR 9. WELL NO.

WEXPRO COMPANY 59
3. ADDRESS OF OPERATOR 10. FIELDAND POOL. OR WILDCAT

P. O. BOX 458, ROCK SPRINGS, WYOMING82902 ISLAND
4. LOCATIONOF WELL 11. SEC., T.. R., M., OR BLOCK&SURVEY OR

At surface 571' FEL, 2391' FNL, SE NE Sec 7. T10S, R20E AREA

At top prod. interval reported below

At total depth 221 T FEL, 1962' FNL, SW NE Sec 7, T10S, R20E SURF: 7/10S/20E BH: 710S/20E|14.PERM1TNO. DATE ISSUED 12. COUNTY I PARISH 13. STATE

43-047-33478 3/23/00 UINTAH UTAH
16. DATE SPUDDED 16. DATETO REACHED 17. DATE COMPLETED (ready to prod ) 18. ELEVATIONS(DF. RKB, RT. GR, ETC.) 19. ELEV.CASINGHEAD

6/24/00 8/19/00 11/6/00 4968 GR 4980.25 KB 4966.80
20. TOTALDEPTH, MD & TVD 21. PLUG BACKTD, MD& TVD 22. IF MULT.COMPL. 23. INTERVALS ROTARY TOOLS CABLE TOOLS

HOW MANY DRILLED BY
MD: 8194' TVD: 7688' MD:8147' TVD: 7641' N/A -----> 0 - 8194' MD NA

24, PRODUCING INTERVAL(S)OF THIS COMPLETION - TOP, BOTTOM. NAME,(MDANDTVD ) 25. WAS DIRECTIONAL
SURVEY MADE

MD: 5352' - 8108' (GROSS) WASATCH TVD: 4850' - 7602' (GROSS)
_

YES
26 TYPE ELECT C D OTHER LOGS RUN 27. WAS WELL CORED

'CNL-FDC, CBL, GR-CCL )' NO

28 CASING RECORD ( Report all strings set in well )
CASING SIZE WEIGHT LBIFT DEPTH SET (MD) HOLE SIZE CEMENTING RECORD AMOUNTPULLED

9-5/8 36 343 12-1/4 177 SX G NONE
4-1/2 11.6 8194 7-7/8 1217 SX G NONE

29. LINER RECORD 30. TUBINGRECORD
SIZE TOP (MD) BOTTOM (MD) SACKS CEMSNT SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2-3/8" 6206

31. PERFORATION RECORD (Interval, size, and number) 32, ACID, SHOT, FRACTURE, CEMENT SQUEEZE, ETC.
5352-5364 -

.4"
- 4 SPF (MD) 6670-6676 -

.4"
- 4 SPF (MD) DEPTH INTERVAL(MD) AMOUNTAND KINDOFMATERIALUSED

5450-5462 -

.4"
- 4 SPF (MD) 6990-7000 -.4" - 2 SPF (MD) 5352 - 5364 Frac'd w/79.805#20/40 Sand &534 bbl gelledwater

5494-5502 -
.4"

- 4 SPF (MD) 7064-7084 -

.4"

- 2 SPF (MD) 5450 - 5502 (gross) Frac'd w/88,000# 20/40 Sand &625 bbl gelled water

6042-6050 -

.4"
- 2 SPF (MD) 7904-7914 -

.4"
- 1 hole/2 ft (MD) 6042 - 6170 (gross) Frac'd w/162,856# 20/40 Sand & 1072 bbi gelled water

6152-6170 -
.4"

- 2 SPF (MD) 7946-7954 -

.4"

- 1 hole/2 ft (MD) 6330 - 6350 Frac'd w/86,188#20/40 Sand &516 bbl gelledwater
6330-6350 -

.4"
- 2 SPF (MD) 8018-8028 -

.4"
- 1 hole/2 ft (MD) 6543 - 6676 (gross) Frac'd w/167,958# 20/40 Sand & 1124 bbl gelled water

6543-6558 -
.4"

- 1 SPF (MD) 8092-Ogg -
.4"

- 1 hole/2 ft (MD) 6990 - 7084 (gross) Frac'd w/124,000# 20/40 Sand &853 bbi gelled water
6624-6634 -

.4"

- 1 SPF (MD) 7904 - 8108 (gross) Frac'd w/162,000# 20/40 Sand & 1094 bbl gelled water
33. PRODUCTION

, . _..

DATE FIRST PRODUCTION PRODUCTION METHOD(Flowing, gas lift,pumping - size and type of pump) WELL STATUS (Producing orshut-in )
Shut in - waitin i on hook uP FLOWING Shut in - waiting on hook up

DATEOF TEST HOURS TESTED CHOKE SIZE PROD'N FOR OIL-BBL GAS-MCF WATER-88L GAS-OIL RATIO
TEST PERIOD

11/1/00 - 11/6/00 110 various ------> 47 11792 5814 (load) NA
FLOW TUB. PRESS. CASlNG PRESSURE CALCULATED OIL-BBL GAS-MCF WATER-BBL OIL GRAVITY-API (CORR.)

24 HOUR RATE
1000 1400 --------> 18 3905 168 (load)

34 DISPOSITION OF GAS (Sold used for fuel, vented etc ) TEST WITNESSED BY

FLARED Larry Jacobson
35. LIST OF ATTACHMENTS

36 i hereby certify that th mation is complete and correct as determined from all available records.

SIGNED TITLE DIRECTOR TECHNICAL SERVICES



O ©
37 SUMMARY OF POROUS ZONES: (Show all important zones of porosity and contents thereof cored intervals: and all

drilkstem tests, including depth interval. cushion used, timetoolopen, flowing and shut-in pressures, and reCOv€ 38. GEOLOGIC MARKERS

FORMATION TOP '
BOTTOM DESCRIPTION, CONTENTS, ETC. TOP

NAME TRUE
MEAS. DEPTH VL-RT DEPTH

Log Tops

UINTAH surface
GREEN RIVER 1304 1304

BIRD NEST 2168-2350 2166-2343
WASATCH TONGUE 4728 4269

GREEN RIVER TONGU ¯ 5110 4619
WASATCH 5250 4752

LOWER WASATCH 7363 6857
MESA VERDE 8140





Form3160- 5 UNITED STATES FORM APPROVED
(August, 2007) DEPARTMENT OF THE INTERIOR OMB No. 1004-0137

BUREAU OF LAND MANAGEMENT Expires: July 31, 2010
5. Izase Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS U-4482
Do not use this form for proposals to dri/I or to re-enter an 6. If Indian, Allottee, or Tribe Name

abandoned well. Use Form 3160-3 (APD) for such proposals. N/A
SUBMIT IN TRIPLICATE - Other Instructions on page 2. 7. Irunit or cA. Agreement Name and/or No.

1. Type of Well UTUO63026X Island Unit
O o- U 6- O Other 8. Well Name and No.

2. Name of Operator Island Unit 59
Wexpro Company 9. API Well No.

3a. Address 3b. Phone No. (incIr«learea code)

P.O. Box 458 43-047-33478
Rock Springs, WY 82902 307.382.9791 10. Field and Pool, or ExploratoryArea

4. location of Well (Footage, Sec., T.,R., M., or Survey Description) Wasatch
571' FEL, 2391' FNL, SE NE 7-10S-20E (Surface Location) 11. Countyor Parish, State

2200' FEL, 1900' FNL, SW NE 7-10S-20E (Bottom Hole Location) Uintah Utah
12. CHECK APPROPRIATE BOX(S) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Production (Start/ Resume) Water Shut-of

O ^iteria, casin, Fracture Treat Reclmtion WeHIntegdy

Subsequent Report O Casing Repair New Constmetion Rmplete Other

O es.... ei.. Plug and abandon TemporarilyAbandon

O Final Abandonment Notice Convert to I ction Plugback Water Disposal

13. Describe Poposed or Completed Operation (clearly state all pertinent details including estimated starting date of any proposed work and approximate duration thereof.
If the proposal is to deepen directionally or æcomplete horizontally, give subsurface locations and measured and true vertical depths or pertinent markers and sands.
Attach the Bond under which the work will performed or pmvide the Bond No. on file with the BLM/ BIA. Requiæd subsequent reports shall be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Fonn 3160-4 shall be filed once
testing has been completed. Final Abandonment Notice shall be filed only after all requirements, including reclamantion, have been completed, and the operator has
determined that the site is ready for final inspection.)

The above well resumed production, after being off for more than 90 days, on October 18, 2007 at 8:00 A.M.

14. I heæby certify that the foregoing is correct.
Name (Printed/7pped)

Title
G.T. Nimmo Operations Manager

Signatuæ Date October 22, 2007

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approved by Title Date
Conditions of appmval, if any are attached. Approval of this notice does not warrant 01

certify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the applicant to conduct operations thereon.
Title 18 U.S.C. Section 1001 AND Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make any department or agency of the United

OCT2 5 2007
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Form3160-5 UNITED STATES FORM APPROVED
(August,2007) DEPARTMENT OF THE INTERIOR OMB No. 1004-0137

BUREAU OF LAND MANAGEMENT Expires: July 31, 2010
5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS U-4482
Do not use this form for proposals to drill or to re-enter an 6. If Indian, Allottee, or Tribe Name

abandoned well. Use Form 3160-3 (APD) for such proposals. N/A
SUBMIT IN TRIPLICATE - Other Instructions on page 2. 7. If Unit or CA. Agreement Name and/or No.

1. Type of Well UTUO63026X Island Unit
onwell oasweli O Other 8. Well Name and No.

2. Name of Operator Island Unit 59
Wexpro Company 9. API Well No.

3a. Address 3b. Phone No. (include area code)

P.O. Box 458 43-047-33478
307.382.9791Rock Springs, WY 82902 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or SurveyDescription) Wasatch
571' FEL, 2391' FNL, SE NE 7-10S-20E (Surface Location) 11. Countyor Parish, State

2200' FEL, 1900' FNL, SW NE 7-10S-20E (Bottom Hole Location) Uintah Utah
12. CHECK APPROPRIATE BOX(S) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Pmduction (Start/ Resume) Water Shut-off

O Altering Casing Fracture Treat Reclamation Well Integrity

Subsequent Report Casing Repair New Construction Recomplete Other

O Change Plans Plug and abandon Temporarily Abandon

Final Abandonment Notice Convert to Injection Plug back Water Disposal

13. Describe Proposed or Completed Operation (clearly state all pertinent details including estimated starting date of any proposed work and approximate duration thereof.
If the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths or pertinent markers and sands.
Attach the Bond under which the work will performed or provide the Bond No. on file with the BLM/ BIA. Required subsequent reports shall be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once
testing has been completed. Final Abandonment Notice shall be filed only after all requirements, including reclamantion, have been completed, and the operator has
determinedthat the site is ready for final inspection.)

Water produced from the above well will be disposed of in a water / blow down tank as previously approved.
Excess water production will be hauled to the following State of Utah approved disposal sites:

RN Industries Inc Sec. 4-2S-2W - Bluebell
LaPoint Recycle & Storage Sec. 12-5S-19E - LaPoint god b'l

Dalbo, Inc Sec. 02-6S-20E - Vernal GN\siOn OÍ
Ut

as and WON
All excess produced water will be hauled by tank truck over Unit, Tribal, County and State roads EcogDONL'i

14. I hereby certify that the foregoing i and correct.
Name (Printed/ Typed)

Title
G.T. Nimmo Operations Manager

Signature Date
April 24, 2008

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approved by Title Date
Conditions of approval, if any are attached. Approval of this notice does not warrant oi
certify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the applicant to conduct operations thereon.
Title 18 U.S.C. Section 1001 AND Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make any department or agency of the United
Swes any false, fictidousor fraudulentstatements or repæsentations as to any matter within its jurisdiction.

NECEIVED
APR28 2008

DIVOFOIL(Me n
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